GENERAL NOTES FOR PUBLIC WORKS CONSTRUCTION:

1.

ESTIMATED TOTAL DISTURBED AREA:

ALL CONSTRUCTION IN THE PUBLIC RIGHTS—OF—WAY OR IN EASEMENTS
GRANTED FOR PUBLIC USE MUST CONFORM TO THE LATEST MARICOPA
ASSOCIATION OF GOVERNMENTS (MAG) UNIFORM STANDARD
SPECIFICATIONS AND UNIFORM STANDARD DETAILS FOR PUBLIC WORKS
CONSTRUCTION AS AMENDED BY THE LATEST VERSION OF THE CITY OF
SCOTTSDALE SUPPLEMENTAL STANDARD SPECIFICATIONS AND
SUPPLEMENTAL STANDARD DETAILS. IF THERE IS A CONFLICT, THE
CITY’'S SUPPLEMENTAL STANDARD DETAILS WILL GOVERN.

THE CITY ONLY APPROVES THE SCOPE, NOT THE DETAIL, OF
ENGINEERING DESIGNS; THEREFORE, IF CONSTRUCTION QUANTITIES ARE
SHOWN ON THESE PLANS, THEY ARE NOT VERIFIED BY THE CITY.

THE APPROVAL OF PLANS IS VALID FOR SIX (6) MONTHS. IF
ASSOCIATED PERMIT HAS NOT BEEN ISSUED WITHIN THIS TIME FRAME,
THE PLANS MUST BE RESUBMITTED TO THE CITY FOR RE—APPROVAL.

A CITY INSPECTOR WILL INSPECT ALL WORKS WITHIN THE CITY OF
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4525 N. GRANITE REEF ROAD, SCOTTSDALE, AZ 85251

SCOTTSDALE. NOTIFY INSPECTION SERVICES 72 HOURS BEFORE
BEGINNING WORK.

QUANTITIES FOR PERMIT

WHENEVER EXCAVATION IS NECESSARY, CALL THE BLUE STAKE

CENTER, 811, TWO WORKING DAYS BEFORE EXCAVATION BEGINS.

PERMISSION TO WORK IN THE RIGHT—OF—WAY (PWR) PERMITS ARE

REQUIRED FOR ALL WORKS WITHIN THE RIGHTS—OF—WAY AND

EASEMENTS GRANTED FOR PUBLIC PURPOSES. COPIES OF ALL PERMITS

MUST BE RETAINED ON—SITE AND BE AVAILABLE FOR INSPECTION AT
ALL TIMES. FAILURE TO PRODUCE THE REQUIRED PERMITS WILL RESULT

IN IMMEDIATE SUSPENSION OF ALL WORK UNTIL THE PROPER PERMITS

DOCUMENTATION IS OBTAINED.

DISTURBED AREA = 2.50 ACRES

NOTE:

THESE DRAWINGS ARE AN INSTRUMENT OF SERVICE ONLY AND ARE AND
SHALL REMAIN THE EXCLUSIVE PROPERTY OF HESS—ROUNTREE, INC. NO
REPRODUCTION OR OTHER USE SHALL BE MADE BY ANY PERSON OR FIRM
OTHER THAN HESS—ROUNTREE, INC. OR THE CITY OF SCOTTSDALE WITHOUT
EXPRESS PERMISSION OF HESS—ROUNTREE, INC. ANY UNAUTHORIZED USE
SHALL VOID THE ENGINEER'S SEAL AND SIGNATURE HEREON AND NO
PROFESSIONAL RESPONSIBILITY WILL REMAIN.

FLOODPLAN MAP INFORMATION

Item Units
Paving, Asphaltic concrete (base course) N / A SY
Paving, Overlay or top course of multicourse paving 97(SY
Barricading (permanent — wooden) N/A EA
Guard Rail N/A LF
Survey Monuments N/A EA
Driveways 3|SY
Paving, Portland cement concrete N/A SY
Decorative sidewalk or paving (Bomanite, Terrazzo, etc) N / A SF
Sidewalk and bicycle path 75 |SF
Curb and gutter 388 |LF
Valley gutter N/A SF
Concrete apron including curb and/or wheelchair ramps N/A EA
Scuppers & building drains N/A EA
Alley surfacing (non A.C.) N/A SY
Cutoff walls 247 |LF
Slope protection (riprap, gabions, gunnite, cobbles, etc.) N/A SY
Pipe encasements Water Main (in twenty-linear-foot sections) N / A EA
Water main N/A LF
Water service line N/A LF
Tapping sleeves and valves N/A EA
Fire hydrants N/A EA
Borings N/A LF
Vault: meter / PRV N/A EA
Pipe encasements Sewer Main (in twenty-linear-foot sections) N/A EA
Sanitary Sewer main N/A LF
Sanitary Sewer taps and service line N/A LF
Cleanouts and drop connections N/A EA
Sewer line television inspection N/A LF
Sanitary Sewer manholes N/A EA
Irrigation and storm drain pipe N/A LF
Catch basins, headwalls, irrigation, S.D. and water manholes N/A EA
Box Culvert N/A LF
Manholes N/A EA
Signs (regulatory, warning, street, ADA, Trail, etc.) N/A EA
Street Cut to pavement less than 12 months old N/A SY
Street Cut to pavement 12 to 24 months old N/A SY
Street Cut to pavement 25 to 48 months old N/A SY
Dry wells (Maxwell or similar types) N/A EA
Asbuilts (per Permit) N/A EA
Streetlights N/A EA
Traffic Signals N/A Per Leg|
Sprinkler system, piping (for landscaping) N/A LF
Adjustments: Manholes, valves, cleanouts, monuments, etc. N/A EA
Grading TOTAL (CUT + FILL) N/A CcY
Walls 131|LF
Retaining Walls N/A LF
Refuse Enclosures N/A EA

COMMUNITY PANEL NUMBER SUFFIX DATE OF FIRM SHADED BASE FLOOD ELEVATION
NUMBER AND DATE (INDEX DATE) ZONE (IN AO ZONE, USE DEPTH)
1770
045012 L 10-16-13 X N/A
10—-16-13

THE LOWEST FLOOR ELEVATION(S) AND—OR FLOOD PROOFING ELEVATION(S) ON THIS PLAN ARE
SUFFICIENTLY HIGH TO PROVIDE PROTECTION FROM FLOODING CAUSED BY A 100—YEAR STORM, AND ARE
IN ACCORDANCE WITH SCOTTSDALE REVISED CODE, CHAPTER 37 — FLOODPLAIN AND STORMWATER

REGULATION.
NO CONFLICT SIGNATURE BLOCK
. . Name of Company Telephone Date Date
Utility Utility Company Representative Number Submitted Signed
Water City of Scottsdale Elizabeth Norton 480-312-5650 | 1/28/20 X
Storm Drains City of Scottsdale Anyone Who Answers|602—206—-2077 | 1/28/20 X
Elec. /Sewer /Water| City of Scottsdale Cindy Bowen 480-312-5999 | 1/28/20 X
Cable TV Cox Communitcations |USIC Dispatch Center 800-778-9140 | 1/28/20 X
Cable TV CTLQL — CenturylLink |[Ray Perales 610-761-8524 | 1/28/20 X
Comm. /Elec. SRP—Maricopa County [ SRP Blue Stake 602—-236—-8026 | 1/28/20 X
Gas Southwest Gas Troy Gungl 480-730-3675 | 1/28/20 X
ENGINEER'S CERTIFICATION
DOUG OSBORN , BEING THE PERSON RESPONSIBLE FOR DESIGNING

THE FACILITIES NECESSARY TO SERVE THIS DEVELOPMENT, HEREBY CERTIFY THAT PLANS
HAVE BEEN SUBMITTED TO ALL THE UTILITY COMPANIES LISTED ABOVE FOR CONFLICT
REVIEW. "NO CONFLICT” FORMS HAVE BEEN OBTAINED FROM EACH UTILITY COMPANY THAT
RESPONDED AND ARE INCLUDED IN THIS SUBMITTAL. CONFLICTS IDENTIFIED BY UTILITY
COMPANY RESPONSES HAVE BEEN RESOLVED.

SIGNATURE

DATE

FOR

SCOTTSDALE UNIFIED SCHOOL DISTRICT

N. GRANITE REEF ROAD

7575 E. MAIN STREET

SCOTTSDALE, ARIZONA 85251
PHONE: (480) 484—-6100

CHAPARRAL ROAD
<
a S THIS |,
3 = r SITE |3
S
& &
L
Ly
ull”
CAMELBACK ROAD
R
>
Wy =
Q 3 < N
< S =
T Q.
INDIAN ~ SCHOOL  ROAD

VICINITY MAP
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OWNER:

SCOTTSDALE UNIFIED SCHOOL DISTRICT NO. 48
7575 EAST MAIN STREET

SCOTTSDALE, ARIZONA 85251

PHONE: (480) 484-6100

CONTACT: DENNIS ROEHLER

ENGINEER:

HESS—ROUNTREE, INC.

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044

PHONE: (480) 496-0244

FAX: (480) 496-—0094

CONTACT: DOUG OSBORN, P.E.

SHEET INDEX:

1 COVER SHEET

2 DETAILS AND LEGEND SHEET

3 PLAYCOURT DETAILS AND CROSS—SECTIONS SHEET

4 PARTIAL TOPOGRAPHIC SURVEY AND DEMOLITION PLAN
) PARTIAL TOPOGRAPHIC SURVEY AND DEMOLITION PLAN
6 PARTIAL TOPOGRAPHIC SURVEY AND DEMOLITION PLAN
2

8

9

M—
M—

GRADING AND DRAINAGE PLAN

GRADING AND DRAINAGE PLAN

GRADING AND DRAINAGE PLAN
1 STORMWATER MANAGEMENT PLAN — COVER SHEET
2 STORMWATER MANAGEMENT PLAN

C
C
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C
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SW

NOTE:

"SHALL PROVIDE KEY SWITCH / PRE—EMPTION / KNOX KEY
ACCESS TO ALLANY GATES PER FIRE ORD. 4283 SEC. 503.6.1"

NOTE:

"FIRE LANE SURFACE(S) WILL SUPPORT 83K GVW PER DSW PER
DS&PM SEC. 2-1.303(3)”

. CAMELBACK ROAD

SHEET INDEX MAP

NOT TO SCALE

AS-BUILT CERTIFICATION

| HEREBY CERTIFY THAT THE "AS—BUILT” INFORMATION AS SHOWN
HEREON WAS MADE UNDER MY SUPERVISION, OR AS NOTED, AND
IS CORRECT TO THE BEST OF MY KNOWLEDGE AND BELIEF.

REGISTERED PROFESSIONAL ENGINEER OR DATE

REGISTERED LAND SURVEYOR

CiViIL APPROVAL

REVIEW & RECOMMENDED APPROVAL BY:

PAVING TRAFFIC
G&D PLANNING
W& s FIRE
RET. WALLS
Call at least two full working days

before you begin excavation.
]

NRIZ(

Arizona Blue Stake, Inc

Dial 8-1-1 or 1-800—STAKE-IT (782-5348)
In Maricopa County: (602) 263-1100

ENGINEERING COORDINATION
MANAGER OR DESIGNEE

DATE

DESIGN CIVIL ENGINEER'S

NOTES TO CONTRACTOR:

1.

NOTHING CONTAINED IN THE CONTRACT DOCUMENTS SHALL CREATE,
NOR SHALL BE CONSTRUED TO CREATE, ANY CONTRACTUAL
RELATIONSHIP BETWEEN THE DESIGN CIVIL ENGINEER AND THE
CONTRACTOR OR ANY SUBCONTRACTOR.

THE DESIGN CIVIL ENGINEER WILL NOT BE RESPONSIBLE FOR
CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES OR
PROCEDURES OR FOR SAFETY PRECAUTIONS OR PROGRAMS
UTILIZED IN CONNECTION WITH THE WORK, THESE ARE SOLELY THE
CONTRACTOR’S RESPONSIBILITY. THE DESIGN CIVIL ENGINEER WILL
NOT BE RESPONSIBLE FOR THE CONTRACTOR’S FAILURE TO CARRY
OUT THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

THE CONTRACTOR SHALL PROVIDE ADEQUATE MEANS OF CLEANING
TRUCKS AND/OR OTHER EQUIPMENT OF MUD PRIOR TO ENTERING
PUBLIC STREETS, AND IT IS THE CONTRACTOR’S RESPONSIBILITY
TO CLEAN STREETS, ALLAY DUST, AND TO TAKE WHATEVER
MEASURES ARE NECESSARY TO INSURE THAT ALL ROADWAYS AND
ON SITE PARKING LOTS/FIRE LANES ARE MAINTAINED IN A CLEAN,
MUD AND DUST—FREE CONDITION AT ALL TIMES.

IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO CONTACT THE
BLUE STAKE CENTER TWO WORKING DAYS PRIOR TO ANY
EXCAVATION. THE UNDERGROUND UTILITY LOCATIONS AS SHOWN
HEREON ARE BASED ON THE BEST INFORMATION AVAILABLE FROM
UTILITY RECORDS AND OTHER DATA AS SUPPLIED TO THIS DESIGN
CIVIL ENGINEER. THERE MAY BE OTHER UNDERGROUND UTILITY
LINES, SERVICE LINES AND STRUCTURES PRESENT IN THE SUBJECT
AREA. CONTRACTOR SHALL INCLUDE IN HIS BID THE COST OF
HIRING AN UNDERGROUND UTILITY LOCATING SERVICE FOR THE
PURPOSE OF LOCATING ALL UNDERGROUND UTILITIES. CONTRACTOR
WILL COORDINATE WITH THE OWNER AND ARCHITECT TO DETERMINE
WHETHER SAID UTILITIES ARE TO BE ABANDONED OR PROTECTED
FROM DAMAGE.

THE DESIGN CIVIL ENGINEER MAKES NO REPRESENTATION OR
GUARANTEE REGARDING THE EARTHWORK QUANTITIES OR THAT THE
EARTHWORK FOR THIS PROJECT WILL BALANCE DUE TO THE
VARYING FIELD CONDITIONS, CHANGING, SOIL TYPES, ALLOWABLE
CONSTRUCTION TOLERANCES AND CONSTRUCTION METHODS. PRIOR
TO BIDDING THE WORK, THE CONTRACTOR SHALL THOROUGHLY
SATISFY HIMSELF AS TO THE ACTUAL CONDITIONS, EARTHWORK
QUANTITIES AND REQUIREMENTS OF THE WORK AND EXCESS OR
DEFICIENCY THEREIN, ACTUAL OR RELATIVE.

THE CONTRACTOR SHALL ADJUST ALL EXISTING AND NEW
CLEANOUTS, WATER VALVE BOXES, MANHOLES, GAS VALVE BOXES,
IRRIGATION BOXES, ETC. IN THE CONSTRUCTION AREA TO FINISH
GRADE PER THE APPLICABLE MAG STANDARD DETAIL. ALL VALVE
BOXES, MANHOLES, ETC. IN CONCRETE PAVEMENT AREAS SHALL BE
ISOLATED FROM THE CONCRETE PAVEMENT WITH EXPANSION JOINTS.

ALL NEW UNDERGROUND FACILITIES/UTILITIES SHALL BE INSTALLED
WITH A DETECTABLE UNDERGROUND LOCATION DEVICE. INSTALL A
#18 INSULATED TRACER WIRE SECURELY ATTACHED TO EACH
UTILITY AT 8—FEET ON CENTER. 12" OF TRACER WIRE SHALL BE
ACCESSIBLE ABOVE GRADE AT THE TERMINATION AND SHALL BE
SECURELY ATTACHED AT THAT POINT. THE CONTRACTOR SHALL
INCLUDE ALL COSTS ASSOCIATED WITH THIS REQUIREMENT IN THEIR
BID.

THE CONTRACTOR SHALL MAKE NO CLAIMS AGAINST THE OWNER
OR THE DESIGN CIVIL ENGINEER REGARDING ALLEGED INACCURACY
OF CONSTRUCTION STAKES SET BY THE DESIGN CIVIL ENGINEER
UNLESS ALL SURVEY STAKES SET BY THE DESIGN CIVIL ENGINEER
ARE MAINTAINED INTACT AND CANNOT BE VERIFIED AS TO THEIR
ORIGIN, ANY REMEDIAL WORK REQUIRED TO CORRECT ANY ITEM OF
IMPROPER CONSTRUCTION WORK IN THIS DEVELOPMENT SHALL BE
PERFORMED AT THE SOLE EXPENSE OF THE RESPONSIBLE
CONTRACTOR OR SUBCONTRACTOR.

ALL NEW PRIVATE UNDERGROUND UTILITIES (WATER LINES 3" AND
LARGER, SEWER LINES, FIRE LINES AND STORM DRAIN LINES SHALL

BE BEDDED WITH A.B.C., PER MAG SECTION 702, FROM 4" (MIN.)

BELOW THE BOTTOM OF THE PIPE TO 12" (MIN.) ABOVE THE TOP
OF THE PIPE.

BENCHMARK:

CITY OF SCOTTSDALE BRASS CAP, FLUSH, LOCATED AT THE INTERSECTION
OF CAMELBACK ROAD AND GRANITE REEF ROAD.

ELEVATION=1252.93

(CITY OF SCOTTSDALE NAVD88 DATUM)

| HEREBY CERTIFY THAT ALL ELEVATIONS REPRESENTED ON THIS
PLAN ARE BASED ON THE ELEVATION DATUM FOR THE CITY OF
SCOTTSDALE BENCHMARK PROVIDED ABOVE.

COVER SHEET

SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING LOT PLANS FOR
NAVAJO ELEMENTARY SCHOOL

DRAWING STATUS SHEET OF
2ND CITY SUBMITTAL SET
DATE: 02-14-20 1 9 C 1

COS #5566-19
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HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

Navajo Elementary - Bus Drop and Parking Lot - Scottsdale
The MaxWell® Plus Drainage System Detail And Specifications CONCRETE SIDEWALK (MAG %‘ffﬂ BF,NC,gﬁ,/CZELTE

. . STANDARD DETAIL NO. 230) EXPOSED SUBFACES
' [IMIN SEPARATION 6”

Pop P 3 &3

COS #5566-19
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L 7} | 6 Q DY, .
) ” R=1/2" TYP. N
.. ~ \ — |- R=3,/4" / EAPIRESHSSOI=2 DES. DRN. CKD. JOB NO.
e b I TYP 2020.02.17 16:09:16-07'00' MAM ANM DRO 1904—10
@ e s A_ - T e e e e e BT ’ N
A HCN g o | P RIS S e PROPOSED LEGEND
18 i j = 5 &[5 = SN LEGEND
El= & . : & 0o N )
W, Th o W@ AN - ~ C=54.20
5 §5[| , 11| MaxWell°Plus . 5 . L RN o —=9%c  PROPOSED CONCRETE ELEVATION <50 5o EXISTING BACK OF CURB ELEVATION
x 8 E < : g Manufactured and Installed by .‘ 8 Iég % PRI . . . ’ . P T = ’
% g 6? L A:gl;ﬁ;ﬂ{}ﬂggggfgﬁg E % g N a sl . 1C=52.28 PROPOSED TOP OF CURB ELEVATION X1G25O o5 EXISTING GUTTER ELEVATION
o -' ‘_ www.torrentresources.com . 9 S E .
g | £ 0 CONCRETE SIDEWALK TURNDOWN . P=51.78  PROPOSED PAVEMENT ELEVATION <N 5, EXISTING SIDEWALK ELEVATION
oar |G g3 z )
8 8 3 NOT TO SCALE DRAIN THROUGH <5=0.40%  PROPOSED SLOPE <P EXISTING PAVEMENT ELEVATION
7]
NOTES g DSC D 1250.70
Q MANHOLE CONE - MODIFIED FLAT BOTTOM. E LAN S APE AREA _GB. __ PROPOSED GRADE BREAK LEP EXISTING EDGE OF PAVEMENT
2. STABILIZED BACKFILL - 1 SACK SLURRY s NOT TO SCALE 1252.42
. L LL - : 5
N 2 C
3. BOLTED RING & GRATE/COVER - DIAMETER AS SHOWN. CLEAN CAST IRON WITH E PROPOSED CONCRETE SIDEWALK “1951 22 EXISTING CONCRETE ELEVATION
WORDING "STORM WATER ONLY" IN RAISED LETTERS. BOLTED IN 2 LOCATIONS AND s DG
SECURED TO CONE WITH MORTAR. RIM ELEVATION %0.02' OF PLANS. E x EX/S]’/NG DECOMPOSED GRAN/TE
4. GRADED BASIN OR PAVING (BY OTHERS). ﬁ [1,2@52'88
5. COMPACTED BASE MATERIAL (BY OTHERS). S 10” R=3/4" (TvP) [ PROPOSED A.C. PAVEMENT (3” A.C. X1T$v51.56 EXISTING GROUND ELEVATION
6. PUREFLO® DEBRIS SHIELD - ROLLED 16 GA. STEEL X 24" LENGTH WITH VENTED 8 N e 3/4 INCH) OVER 6” A.B.C. OVER 8” y
ANTLSIPHON AND INTERNAL 265" MAX. SWO FLATTENED EXPANDED STEEL SOREEN X g W CRADE PER PLAN [ \/ ........ E:O/MPACTE)D SUBGRADE %%52.31 TOP OF WALL ELEVATION
7. PRE-CAST LINER - 4000 PS| CONCRETE 48" ID. X 54" OD. CENTER IN HOLE AND ALIGN ﬁ l—_.rI_III:IIIZIII:III:II =TT o © *1252 08 EXISTING TOP OF BERM
SECTIONS TO MAXIMIZE BEARING SURFACE. @MﬁmEmEmEmE ||§M§M§MEMEM$ ‘\x )#14 BAR (CONT. ) @ s TS
8. MIN. 6' @ DRILLED SHAFT. T SIS ,,MﬁMﬁmW_,MﬁMﬁl_ - 9” ON CENTER PROPOSED 2" MINIMUM SAWCUT X1251.58 EXISTING TOE OF SLOPE
9. SUPPORT BRACKET - FORMED 12 GA. STEEL. FUSION BONDED EPOXY COATED. \ o § ><1FI§51 - EXISTING FLOW LINE ELEVATION
10. OVERFLOW PIPE - SCH. 40 PVC MATED TO DRAINAGE PIPE AT BASE SEAL. | \| 10” NYLOPLAST—ADS IN LINE DRAIN - #4 BAR (CONT.) @ e .
( — ” R " AND. RET T x
A A ST A S s e WTH 107 STANDARD GRATE, WITH 2OV CENTER owNer. o RETRD 1252.94 FXSTING ARTIOAL GRASS EREVATON
12. BASE SEAL - GEOTEXTILE OR CONCRETE SLURRY. 8” H.D.P.E. LOCKING DEVICE. / X1RZS53 05 EXISTING RUBBERIZE SURFACE ELEVATION
13. ROCK - WASHED, SIZED BETWEEN 3/8" AND 1-1/2" TO BEST COMPLEMENT SOIL Y ”» R
CONDITIONS. \8” BEND AS NECESSARY Z'mfmﬂt'm _’imimi m gl\-;mg\éE 12” OF SAND. RETURN TO 1954 05 EXISTING RAMP ELEVATION
e Pt RO AAMETEr VAIES 120° OVERALL LLNGTH WiTH TRES COUPLER: WYE: / T TTETT—TT << o7 EXISTING DIAMOND PLATE ELEVATION
15. MIN. 4' @ SHAFT - DRILLED TO MAINTAIN PERMEABILITY OF DRAINAGE SOILS. 8” H.D.P.E. STORM DRAIN — " " FF EXISTING FINISH FLOOR ELEVATION
16. FABRIC SEAL - U.V. RESISTANT GEOTEXTILE - TO BE REMOVED BY CUSTOMER AT PIPE SIZE PER PLAN - v L 4009 PSI CONCRETE OVER 4 1254.25
FABRIC SEAL - UV. RES - : A4 ABC OVER 10" COMPACTED SUBGRADE L WH EXISTING WEEP HOLE ELEVATION
17. ABSORBENT - HYDROPHOBIC PETROCHEMICAL SPONGE. MIN. 128 OZ. CAPACITY. M 1253.01
18. CONNECTOR PIPE - 4" @ SCH. 40 PVC . / MAG B CONCRETE o WR EXISTING WATER RISER
1o ANTESIPHONVENTWITHFLOWREGTLATOR INSTALL 2 LAYERS OF MIRAFI 100X FABRIC BENEATH | I e FH  EXISTING FIRE HYDRANT
%% SLOTS PER ROWIFT. 43" OVERALL LENGTH WITH TRIC END CAP. " GRATE. GENERAL CONTRACTOR TO REMOVE AFTER |
: ' CONSTRUCTION IS COMPLETE. ~ J XWMB  EXISTING WATER METER BOX
21. FREEBOARD DEPTH VARIES WITH INLET PIPE ELEVATION. INCREASE
PRIMARY/SECONDARY SETTLING CHAMBER DEPTHS AS NEEDED TO MAINTAIN ALL
INLET PIPE ELEVATIONS ABOVE CONNECTOR PIPE OVERFLOW. D KICV EXISTING IRRIGATION VALVE
22. EIGHT (8) PERFORATIONS PER FOOT, 2 ROWS MIN. AHEA HAIN CURB WALL DETAIL 2 EXISTING HOSE BIB
23. MOISTURE MEMBRANE - 6 MIL. PLASTIC. PLACE SECURELY AGAINST ECCENTRIC e O e, saoe0, Gz Az, NOT TO SCALE NOT TO SCALE 4
CONE AND HOLE SIDEWALL. USED IN LIEU OF SLURRY IN LANDSCAPED AREAS. L e 2 WY EXISTING WATER VAL VE
24. INLET PIPE (BY OTHERS). S AZ MAXWELL PLUS
DR ELL NOTES % IDB EXISTING IRRIGATION DRIP BOX
= . . O SIGN  EXISTING SIGN
@ INSTALL DRYWELL WITH A 6” X 6” CONCRETE COLLAR AT THE RIM.
COLLAR SHALL BE FORMED WITH SONOTUBE. oCLM  EXISTING COLUMN
@ CONTRACTOR SHALL BE RESPONSIBLE FOR REGISTERING DRYWELL WITH 18" DIAMETER y , °GR EXISTING GAS RISER
ADEQ. o] = X OM  EXISTING GAS METER
” L —— AIR RELIEF VALVE '
127 WATERMAN PASTURE
VALVE WITH FLUSH STEM oER EXISTING ELECTRIC RISER
AND SOLID ARCH (OR , PLAYFIELD ELEVATION
APPROVED EQUAL) 12 AS SHOWN ON PLAN ILP EXISTING LIGHT POLE
2}’
NOTE: = 2 / YX-—0  EXSTING STREETLIGHT POLE
COLOR OF ALL WROUGHT IRON FENCE SHALL BE "BLACK BAY” DEA 188 SEMI—GLOSS © H——_:E%umumu%um _lumi Iumumm:%lr ECAB EXISTING ELECTRIC CABINET
» ’ T:::::::::: :::: :::L_':
3 I:I]STEEL TUBE POSTS 2 Etl STEEL TUBE TOP RAIL _,ﬂ_lmgﬂgmgm| TMmMmHT“CLASS - 2 EB EXISTING ELECTRIC BOX
=== NETTT CONCRETE _1/2"
1” QISTEEL TUBES @ 5” 0.C. COMPACTED /" T—=IT=ITH [ ~12" DIAMETER STEEL HANDRAIL XCOMMBX  EXISTING COMMUNICATION BOX
" SUBGRADE GRIND ALL WELDS SMOOTH PRIME
(MAX. OPEN SPACE = 4”) WELD v AND PAINT (COLOR PER OWNER)
ALL AROUND EACH END. — 12” H.D.P.E X EKP EXISTING ELECTRIC KEY PAD
A A RISER PIPE Q
‘ ¥ A ~ ()SSMH  EXISTING SANITARY SEWER MANHOLE
18" H.D.P.E SXCATV  EXISTING CABLE TELEVISION BOX
(WITH 10.8 P.S.I. JOINTS) .
/ = (OSDMH  EXISTING STORM DRAIN MANHOLE
A S}
R EXISTING PASTURE VALVE
| =
: =l _L\ & BBP  EXISTING BASKETBALL POLE
< PASTURE VALVE HIEIENR CONCRETE SIDEWALK ? . .
w0 @@ EXISTING BACKFLOW PREVENTER
NOT e SeAE HANDRAIL DETAIL B T cnere @
.| _ﬁ . NOT TO SCALE @@ o EXISTING DOUBLE CHECK VALVE
g oRD  EXISTING ROOF DRAIN
o oSSCO  EXISTING SANITARY SEWER CLEANOUT
! \ /@
== RK L e = = < EXISTING FLAG POLE
0 || EIRTETETS=ETH || H 5 () oo e
= T 11— 11 T — . CONCRETE
] ‘ ‘:‘ I\ —_‘ ‘ ‘:‘ _- ) ;
=1 1 —l | | 0 — 1 | 7/4 GROOVES AT 7
| | ON CENTER
) ioﬁ RAMP TO BE CONSTRUCTED
2 ¢| STEEL OF COLORED CONCRETE TO
TUBE BOTTOM CONTRAST WITH ADJACENT
RAIL 8—0" 0.C. MAX. SIDEWALK.
| -—
12” DIAM. CONC. FOOTING
(TROWEL FINISH AND TOOL EDGES WHERE EXPOSED)
SLOPE TOP AWAY FROM POST. DETAILS AND LEGEND SHEET
WROUGHT IRON FENCE DETAIL SIDEWALK RAMP SCOTTSDALE UNIFIED SCHOOL DISTRICT
NOT TO SCALE NOT TO SCALE BUS DROP AND PARKING LOT PLANS FOR
Call ot least two full working doys NAVAJO ELEMENTARY SCHOOL
erore you begin excavation.
NRI7( DRAWING STATUS SHEET OF

Arizona Blue Stake, Inc! 2ND CITY SUBMITTAL SET

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)
In Maricopa County: (602) 263-1100 2 g —

DATE: 02-14-20
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ROUNTRELE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044

(480)496—0244

O8N 1904-10

EX.
BUILDING
F.F.=x54.10

MATCH
EXISTING

fe)
| EAPIRESHSSOI=2 DES. DRN. CKD.
2 2020.02.17 16:09:16-07'00" MAM ANM DRO
A A
1. ALL PAINTED LINES SHALL BE TWO (2) INCHES IN WIDTH UNLESS
OTHERWISE NOTED.
2. ALL BASKETBALL COURT LINES SHALL BE WHITE IN COLOR.
HALF—COURT LINE
3. ALL STRIPES FOR LARGE CIRCLE (16’ RADIUS) SHALL BE WHITE IN
COLOR.
4.  SINGLE BASKETBALL BACKSTOPS SHALL BE PATTERSON—WILLIAMS
5 SINGLE POST HEAVY DUTY BASKETBALL BACKSTOP (MODEL NO.
“I 1525, 6° OFFSET) WITH HEAVY DUTY CAST ALUMINUM FAN (MODEL
Q NO. 22) AND DOUBLE RING GOAL WITH NYLON NET (MODEL NO. 39)
OR APPROVED EQUAL.
24” DIAMETER BASKETBALL PROPOSED
BACKSTOP. FOOTING TYPICAL AT 2 , 0’ / W.ILF. ,
LOCATIONS (SEE DETAIL). SINGLE - 18 - £11
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Call at least two full working days
before you begin excavation.
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Dial 8-1-1 or 1-800—STAKE—IT (782-5348)
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PLAYCOURT DETAIL AND CROSS-SECTIONS SHEET
SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING LOT PLANS FOR
NAVAJO ELEMENTARY SCHOOL

DRAWING STATUS SHEET OF
2ND CITY SUBMITTAL SET
DATE: 02-14-20 3

o | C-3

COS #5566-19

190410DT1.DWG



EXPIRES 3-31-21
2020.02.17 16:09:16-07'00'

HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

DES.MAM DRN.ANM CKDDHO

O8N 1904-10

3 L | | EX. BLDG.
_ _| N EX. ’CB:!_DG. EX. ’g’LDG. | 1
| m |
- |
A |
| | L
l
- — |
O L ® ©
_ | =
h Q y / T | / / / I ]
A N |
- — A | S
\ N e ] - 2\4
] — L | — y _ '
— F——=. 2 —— ¥ \q/
_ 6 ST
| 9g 5
- mi a > r\q/
‘ 5= —
— — — — X
L | (Q EX. BLDG. EX. BL
% . G !F’
- — / EX. BLDG. EX. BLDG. | @ -
—l ’F :‘| ’Bs ,B, | 00 .
_ i | ..
] - | 4
== (O
P — | L~
| _
110 N petetsotete
[ —|| I ||||||| § [mamsms R mamimi ] IIllIIIII(I|||||I]IIIIIIHH_I'I_IEX.\8” HDPE SD
’ d | 5 ) J L
— / AN V .
w | ~ _/ N - - __ N - _ _ __ __ -
— : 4 2 1 ] ] )
EX. BLDG.
EX. BLDG. EX. BLDG. 'D’
,A’ ’A’ EX 6
VENT DOOR e ® HcH W F
g HIGH W.I.F. & (ob:'l/
' K 4.6" W.IF. v O
o G OPENING ‘ }? N
o) A\ EX. 6 N o) o i U
A Q;aﬂ HIGH W.I.F. ool o L o \ P A
N NG '\q@ oo \ N S _\IV‘_AJ
INV.(4”SD)= NS AR o Eisy (T
1251.93 J " r /) 4 |17 )
3 A S
EX. 6 z S L — Ti
HIGH W.l. = N AP P cg%\%& § 7)) cﬁ\&\j
. ! , D .
RLAY EQUIP. Eox ” CJ«%& EX. 6/..%»-“ %ﬂ” 5P
O . % GNKe, HIGH W.IF. Q 3)o N
N K% VA S el J |
/[HIGH WX, 5 SR HicH WA O By o2
=t / NN DN ) )
. (N -
| / /[ L __ N [ AN
[ A O 0 &N
- \ G )
1251.8N7 N P S 3)45 ANV Of &
1+00  , INV.(47SD)=, 1 YA U \F S A2 o o
T : LD < : q/ NY
AN 5 N 1% 12
/ JISD J > SD £X. 60” R.C.P. STORMSD [~Yspsp I
5 R4 Q o SDMH_/ J
? > THo RIM=1251.76
' o : A\ A <+ Q
. & & e ) @ NoFd o E. CAMELBACK N &V o
N oIS HlE AR =S 5 3 Lo
Q
&L == © l N —
G CATV S~ P <
v —  OHE _ N
- G G G G G G e N EX. 68”7 STL GAS G G G G 6 O gHE “*Q{‘G —0 %— —
- W W W W QR W EX. 8" A.C.P. WATER W W W ~ W —
T\ |
O ™
s
A
@ )
A C<1IIb aft least tvéo full workintg days
o 4 8 20 erore you begin excavation.
o \RI1(
2 610 40 Arizona Blue Stake, Inc!
’ R Dial IB—J—! or 1EBOO{ST(%IBE23|2 6(;8121—0%348)
S C ALE. 1 — 2 O n Maricopa Lounty: —

SPECIFIC DEMOLITION NOTES:

® Q@ OO GO GG G EEERVEY VOV  ©

WITHIN DEMOLITION AREA, REMOVE AND LEGALLY DISPOSE OF ALL
BUILDINGS, CONCRETE, ASPHALT, ABC, WALLS, CURBS, TREES AND ANY
IMPROVEMENTS EXCEPT ITEMS NOTED TO REMAIN AND BE PROTECTED
OR REMOVED AND SALVAGED. EXISTING UTILITIES TO REMAIN AND BE
PROTECTED UNLESS OTHERWISE NOTED.

EXISTING FENCE TO REMAIN AND BE PROTECTED.

REMOVE EXISTING FENCE/GATE.
EXISTING FIRE HYDRANT TO REMAIN AND BE PROTECTED.
EXISTING WALL TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING SIGN FOR REINSTALLATION. SEE
GRADING AND DRAINAGE PLANS FOR REINSTALLATION DETAILS.

REMOVE AND SALVAGE EXISTING TRASH CAN.

EXISTING SIGN AND POST TO REMAIN AND BE PROTECTED.

EXISTING LIGHT POLE AND BASE TO BE REMOVED.

REMOVE EXISTING TREE.

EXISTING TREE TO REMAIN AND BE PROTECTED.

PROTECT EXISTING CONCRETE COURT. STRIPING TO BE OBLITERATED.
REMOVE EXISTING BASKETBALL POST AND BACKBOARD. CUT POST
FLUSH WITH CONCRETE. GRIND POST SMOOTH AND FILL WITH
NON—SHRINK GROUT. SEE SHEET C—3 FOR PLAYCOURT DETAILS.

EXISTING BACKFLOW PREVENTER TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE 12" OF SAND. RETURN TO OWNER AT TAVAN
SCHOOL.

REMOVE EXISTING WALL.

EXISTING CONCRETE CURB AND/OR GUTTER TO REMAIN AND BE
PROTECTED.

EXISTING CONCRETE RAMP TO REMAIN AND BE PROTECTED.
EXISTING GAS LINE TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING CANOPY STRUCTURE (SEE LANDSCAPE
DRAWINGS).

EXISTING BACKFLOW PREVENTER TO BE REMOVED.

EXISTING CONCRETE SIDEWALK AND/OR CURB TO REMAIN AND BE
PROTECTED.

SEE LANDSCAPE PLAN FOR SALVAGE AND DEMOLITION OF EXISTING
PLAY EQUIPMENT AND SHADE STRUCTURES.

REMOVE EXISTING BASKETBALL GOAL POST AND FOOTING.

GENERAL DEMOLITION NOTES:

1.

EXISTING STRUCTURES, MATERIALS, LANDSCAPING, ETC., THAT ARE TO
REMAIN, WHICH ARE DAMAGED IN THE PERFORMANCE OF THE WORK,
ARE THE CONTRACTOR’S RESPONSIBILITY TO REPAIR OR REPLACE IN
KIND. THE ARCHITECT SHALL BE THE SOLE JUDGE OF ACCEPTABILITY
OF REPAIR OR REPLACEMENT.

ALL NON—-SALVAGE ITEMS SHALL BE REMOVED FROM THE SITE AND
DISPOSED OF LEGALLY.

SECURITY AND SAFETY ARE THE CONTRACTOR’S SOLE RESPONSIBILITY.
ALL UTILITES ARE TO REMAIN IN PLACE (WATER, SEWER, TELEPHONE,
STORM DRAIN, FLOOD IRRIGATION, GAS, ETC.) UNLESS NOTED
OTHERWISE. PROTECT FROM DAMAGE.

SAWCUT SIDEWALKS AND CONCRETE AT NEAREST JOINT OR AS
DIRECTED BY THE CITY INSPECTOR.

SAWCUT ASPHALTIC CONCRETE AT LIMITS OF DEMOLITION AS SHOWN
ON PLANS OR AS DIRECTED BY THE CITY INSPECTOR.

SALVAGE ITEMS NOT BEING REINSTALLED SHALL BE DELIVERED TO THE
DISTRICT MAINTENANCE YARD.

SALVAGE ALL TRASH CANS AND DELIVER TO OWNER.

TOPOGRAPHIC SURVEY
AND DEMOLITION PLAN

SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING LOT PLANS FOR
NAVAJO ELEMENTARY SCHOOL
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PROTECT EXISTING CONCRETE COURT. STRIPING TO BE OBLITERATED.

REMOVE EXISTING BASKETBALL POST AND BACKBOARD. CUT POST @ REMOVE EXISTING BASKETBALL GOAL POST AND FOOTING.

GENERAL DEMOLITION NOTES: SPECIFIC DEMOLITION NOTES:

HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

FLUSH WITH CONCRETE. GRIND POST SMOOTH AND FILL WITH
1. EXISTING STRUCTURES, MATERIALS, LANDSCAPING, ETC., THAT ARE TO WITHIN DEMOLITION AREA, REMOVE AND LEGALLY DISPOSE OF ALL NON—SHRINK GROUT. SEE SHEET C—3 FOR PLAYCOURT DETAILS.
REMAIN, WHICH ARE DAMAGED IN THE PERFORMANCE OF THE WORK, BUILDINGS, CONCRETE, ASPHALT, ABC, WALLS, CURBS, TREES AND ANY
ARE THE CONTRACTOR’S RESPONSIBILITY TO REPAIR OR REPLACE IN IMPROVEMENTS EXCEPT ITEMS NOTED TO REMAIN AND BE PROTECTED
KIND. THE ARCHITECT SHALL BE THE SOLE JUDGE OF ACCEPTABILITY OR REMOVED AND SALVAGED. EXISTING UTILITIES TO REMAIN AND BE
OF REPAIR OR REPLACEMENT. PROTECTED UNLESS OTHERWISE NOTED.

EXISTING BACKFLOW PREVENTER TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE 12" OF SAND. RETURN TO OWNER AT TAVAN
SCHOOL.

EXISTING FENCE TO REMAIN AND BE PROTECTED.

EXPIRES 3-31-21

DES. DRN. CKD. JOB NO.
REMOVE EXISTING WALL. 2020.02.17 16:09:16-07'00' MAM ANM DHO 1904—10

2.  ALL NON—-SALVAGE ITEMS SHALL BE REMOVED FROM THE SITE AND
DISPOSED OF LEGALLY.

REMOVE EXISTING FENCE/GATE.
3. SECURITY AND SAFETY ARE THE CONTRACTOR’S SOLE RESPONSIBILITY. EXISTING CONCRETE CURB AND/OR GUTTER TO REMAIN AND BE
EXISTING FIRE HYDRANT TO REMAIN AND BE PROTECTED. PROTECTED.

4. ALL UTILITIES ARE TO REMAIN IN PLACE (WATER, SEWER, TELEPHONE,

STORM DRAIN, FLOOD IRRIGATION, GAS, ETC.) UNLESS NOTED
OTHERWISE. PROTECT FROM DAMAGE.

EXISTING WALL TO REMAIN AND BE PROTECTED. EXISTING CONCRETE RAMP TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING SIGN FOR REINSTALLATION. SEE
GRADING AND DRAINAGE PLANS FOR REINSTALLATION DETAILS.

EXISTING GAS LINE TO REMAIN AND BE PROTECTED.

5. SAWCUT SIDEWALKS AND CONCRETE AT NEAREST JOINT OR AS
DIRECTED BY THE CITY INSPECTOR. REMOVE AND SALVAGE EXISTING TRASH CAN. DRAWINGS).
6. SAWCUT ASPHALTIC CONCRETE AT LIMITS OF DEMOLITION AS SHOWN

ON PLANS OR AS DIRECTED BY THE CITY INSPECTOR. EXISTING SIGN AND POST TO REMAIN AND BE PROTECTED.

EXISTING BACKFLOW PREVENTER TO BE REMOVED.

7. SALVAGE ITEMS NOT BEING REINSTALLED SHALL BE DELIVERED TO THE EXISTING LIGHT POLE AND BASE TO BE REMOVED.

DISTRICT MAINTENANCE YARD.

EXISTING CONCRETE SIDEWALK AND/OR CURB TO REMAIN AND BE

REMOVE EXISTING TREE. PROTECTED.

8. SALVAGE ALL TRASH CANS AND DELIVER TO OWNER. SEE LANDSCAPE PLAN FOR SALVAGE AND DEMOLITION OF EXISTING

PLAY EQUIPMENT AND SHADE STRUCTURES.

® O® EEG A ®® ©

EXISTING TREE TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING CANOPY STRUCTURE (SEE LANDSCAPE ‘é‘
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HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

EXPIRES 3-31-21

2020.02.17 16:09:16-07'00" DES’MAM DRN.ANM CKDDHO 10B NO. 1904—-10

GENERAL DEMOLITION NOTES: SPECIFIC DEMOLITION NOTES:

|
| | 1. EXISTING STRUCTURES, MATERIALS, LANDSCAPING, ETC., THAT ARE TO
|

WITHIN DEMOLITION AREA, REMOVE AND LEGALLY DISPOSE OF ALL
BUILDINGS, CONCRETE, ASPHALT, ABC, WALLS, CURBS, TREES AND ANY
IMPROVEMENTS EXCEPT ITEMS NOTED TO REMAIN AND BE PROTECTED
OR REMOVED AND SALVAGED. EXISTING UTILITIES TO REMAIN AND BE
PROTECTED UNLESS OTHERWISE NOTED.

B REMAIN, WHICH ARE DAMAGED IN THE PERFORMANCE OF THE WORK,
. - T T T T = = ARE THE CONTRACTOR’S RESPONSIBILITY TO REPAIR OR REPLACE IN

___________ o KIND. THE ARCHITECT SHALL BE THE SOLE JUDGE OF ACCEPTABILITY
OF REPAIR OR REPLACEMENT.

2. ALL NON—-SALVAGE ITEMS SHALL BE REMOVED FROM THE SITE AND
DISPOSED OF LEGALLY.

EXISTING FENCE TO REMAIN AND BE PROTECTED.

REMOVE EXISTING FENCE/GATE.

3. SECURITY AND SAFETY ARE THE CONTRACTOR’S SOLE RESPONSIBILITY.
EXISTING FIRE HYDRANT TO REMAIN AND BE PROTECTED.

4, ALL UTILITIES ARE TO REMAIN IN PLACE (WATER, SEWER, TELEPHONE,

STORM DRAIN, FLOOD IRRIGATION, GAS, ETC.) UNLESS NOTED
OTHERWISE. PROTECT FROM DAMAGE.

EXISTING WALL TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING SIGN FOR REINSTALLATION. SEE
GRADING AND DRAINAGE PLANS FOR REINSTALLATION DETAILS.

REMOVE AND SALVAGE EXISTING TRASH CAN.

EXISTING SIGN AND POST TO REMAIN AND BE PROTECTED.

7.  SALVAGE ITEMS NOT BEING REINSTALLED SHALL BE DELIVERED TO THE EXISTING LIGHT POLE AND BASE TO BE REMOVED.

DISTRICT MAINTENANCE YARD.

EX. 6
HIGH C.L.F.

REMOVE EXISTING TREE.

8. SALVAGE ALL TRASH CANS AND DELIVER TO OWNER.

EXISTING TREE TO REMAIN AND BE PROTECTED.

PROTECT EXISTING CONCRETE COURT. STRIPING TO BE OBLITERATED.
REMOVE EXISTING BASKETBALL POST AND BACKBOARD. CUT POST
FLUSH WITH CONCRETE. GRIND POST SMOOTH AND FILL WITH
NON—SHRINK GROUT. SEE SHEET C—3 FOR PLAYCOURT DETAILS.

EXISTING BACKFLOW PREVENTER TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE 12" OF SAND. RETURN TO OWNER AT TAVAN
SCHOOL.

EX. &

\/HIGH C.L.F.

REMOVE EXISTING WALL.

EXISTING CONCRETE CURB AND/OR GUTTER TO REMAIN AND BE
PROTECTED.

EXISTING CONCRETE RAMP TO REMAIN AND BE PROTECTED.

EXISTING GAS LINE TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING CANOPY STRUCTURE (SEE LANDSCAPE
DRAWINGS).

5.  SAWCUT SIDEWALKS AND CONCRETE AT NEAREST JOINT OR AS
DIRECTED BY THE CITY INSPECTOR.

6. SAWCUT ASPHALTIC CONCRETE AT LIMITS OF DEMOLITION AS SHOWN
ON PLANS OR AS DIRECTED BY THE CITY INSPECTOR.

EXISTING BACKFLOW PREVENTER TO BE REMOVED.

EXISTING CONCRETE SIDEWALK AND/OR CURB TO REMAIN AND BE
PROTECTED.

(49

SEE LANDSCAPE PLAN FOR SALVAGE AND DEMOLITION OF EXISTING
PLAY EQUIPMENT AND SHADE STRUCTURES.

EX. k

STORM_ DRAIN

REMOVE EXISTING BASKETBALL GOAL POST AND FOOTING.
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2020.02.17 16:09:16-07'00" DES’MAM DRN.ANM CKDDHO 10B NO. 1904—-10

GRADING AND DRAINAGE
CONSTRUCTION NOTES:

INSTALL CONCRETE VERTICAL CURB AND GUTTER (MAG STANDARD
DETAIL NO. 220-1, TYPE A).

INSTALL CONCRETE SINGLE CURB (MAG STANDARD DETAIL NO. 222,
TYPE ‘A").
| INSTALL CONCRETE SIDEWALK (MAG STANDARD DETAIL NO. 230).
| ] INSTALL CHAIN LINK FENCE AND GATE (MAG STANDARD DETAIL NO.
160, FENCE HEIGHT AND GATE WIDTH TO BE MODIFIED PER PLANS).
INSTALL SIDEWALK RAMP (SEE DETAIL ON SHEET C-2).
— — — ) SAWCUT, REMOVE AND REPLACE 2’ MINIMUM OF EXISTING A.C.
PAVEMENT IN KIND.
INSTALL A.C. PAVEMENT (3" A.C. (3/4 INCH) OVER 6” A.B.C. OVER 10"
COMPACTED SUBGRADE).
INSTALL DRAIN THROUGH LANDSCAPED AREA (SEE DETAIL ON SHEET
c-2).
EX. BLDG. PAINT STRIPE PARKING LOTS TO THE ALIGNMENTS INDICATED,
EX. BLDG. EX. BLDG. e INCLUDING ALL DIRECTIONAL ARROWS, HANDICAP SYMBOLS,
¥ ¥e CROSSWALKS, ETC.).
INSTALL 6” THICK 4000 P.S.I| CONCRETE OVER 4” A.B.C., OVER 10
COMPACTED SUBGRADE.
INSTALL CONCRETE DRIVEWAY ENTRANCE (CITY OF SCOTTSDALE
STANDARD DETAIL NO. 2250).

CONSTRUCT WIDE CONCRETE SCUPPER (MAG STANDARD DETAIL NO.
206—1, —2, AND -3, WITH SPLASHPAD, SCUPPER WIDTH TO BE 7°).

40’ MATCH EXISTING CONCRETE SIDEWALK AND/OR CONCRETE CURB

R/W LOCATION AND ELEVATION.

INSTALL DRIVEWAY ENTRANCE (MAG STANDARD DETAIL NO. 250-2,
MODIFIED PER PLAN).

FIELD VERIFY LOCATION AND ELEVATION OF EXISTING GAS OR WATER
LINES PRIOR TO THE START OF CONSTRUCTION. PROTECT FROM

S DAMAGE.
AN
- YoV NEW BASKETBALL POSTS AND STRIPING (SEE SHEET C—3 FOR
> K P
SIS &y DETAILS).
3 INSTALL CONCRETE SIDEWALK TURNDOWN (SEE DETAIL ON SHEET C-2).
INSTALL PLAY AREA WALL (SEE LANDSCAPE PLANS).
q+- 2450 3400
1100 ++00 4+50 >+00 5+50 GRADE FROM 1” BELOW TOP OF SIDEWALK TO MATCH EXISTING GRADE
, AT A 6:1 MAX. SLOPE.
‘SET,S F 3404SD%VEWAY ¢ OF 40’ DRIVEWAY
3448,
STA 513636 ADJUST DRYWELL RIM TO GRADE INDICATED (MAG STANDARD DETAIL
INTERSECTION OF N. . |= s E. CAMELBACK _ROAD NO. 422).
GRANITE REEF RD. AND 29X ol
E. CAMELBACK RD. Ve N2 REMOVE, SALVAGE AND REINSTALL EXISTING SIGN WITH NEW POST AND
STA. 0+00.00 BASE PER MAG STANDARD DETAIL NO. 131, TYPE 'C’.

INSTALL SITE WALL (SEE STRUCTURAL PLANS).

INSTALL NEW FOUR SQUARE (SEE SHEET C-2).

CONNECT TO EXISTING BUILDING DOWNSPOUT WITH A NEW SQUARE TO
ROUND ADAPTER.

INSTALL NEW 8” H.D.P.E. STORM DRAIN PIPE WITH SMOOTH INTERIOR
AND 10.8 P.S.I. JOINTS.

N. 85TH ST.

INSTALL AREA DRAIN (SEE DETAIL ON SHEET C-2).
INSTALL DUAL CHAMBER DRYWELL (SEE DETAIL ON SHEET C-2).
INSTALL PASTURE VALVE (SEE DETAIL ON SHEET C-2).

ADJUST EXISTING WATER VALVE TO FINISH GRADE (MAG STANDARD
DETAIL NO. 270).

INSTALL DEADBOLT LOCK TO CHAIN LINK FENCE (SEE LANDSCAPE
DRAWINGS).

CURB TERMINATION (MAG STANDARD DETAIL NO. 222). MODIFIED FOR
VERTICAL CURB AND GUTTER WHERE SHOWN.

INSTALL WROUGHT IRON FENCE/GATE (SEE DETAIL ON SHEET C-2).
CONSTRUCT CURB WALL (SEE DETAIL ON SHEET C-2).

INSTALL HANDRAIL (SEE DETAIL ON SHEET C-2).

REMOVE AND RELOCATE BACKSTOP.

NEW 1.5”" WATER METER TO BE INSTALLED BY CITY AFTER ALL
APPROPRIATE FEES HAVE BEEN PAID.

© RO O © ARG ® OO O ®EEO E® OO OB ©WE UYL VLB O

INSTALL 1.5” REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTION

EQUAL ON 4" CONCRETE SLAB.

GRADING AND DRAINAGE PLANS

COS #5566-19

SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING LOT PLANS FOR

‘ ASSEMBLY. INSTALL GUARDSHACK HS—2 ENCLOSURE OR APPROVED
0 4 8 20

Call at least two full working days NA VA\JO ELEMENTAHY SCHOOI_
before you begin excavation.
e DRAWING STATUS SHEET OF
2 610 40 'Z u , 811 2ND CITY SUBMITTAL SET
SCALE: 1"=20 O e o - 5 C-7
DATE: 02-14-20

190410GR2.DWG



GRADING AND DRAINAGE

PAINT STRIPE PARKING LOTS TO THE ALIGNMENTS INDICATED,

CONSTRUCTION NOTES:

INCLUDING ALL DIRECTIONAL ARROWS, HANDICAP SYMBOLS,

ONONGIONOORONO

CROSSWALKS, ETC.).

INSTALL CONCRETE VERTICAL CURB AND GUTTER (MAG STANDARD

INSTALL 6” THICK 4000 P.S.I CONCRETE OVER 4" A.B.C., OVER 10"
DETAIL NO. 220-1, TYPE A).

COMPACTED SUBGRADE.

INSTALL CONCRETE SINGLE CURB (MAG STANDARD DETAIL NO. 222,
TYPE ‘A").

INSTALL CONCRETE DRIVEWAY ENTRANCE (CITY OF SCOTTSDALE
STANDARD DETAIL NO. 2250).
INSTALL CONCRETE SIDEWALK (MAG STANDARD DETAIL NO. 230). CONSTRUCT WIDE CONCRETE SCUPPER (MAG STANDARD DETAIL NO.

206—-1, —2, AND -3, WITH SPLASHPAD, SCUPPER WIDTH TO BE 7°).
INSTALL CHAIN LINK FENCE AND GATE (MAG STANDARD DETAIL NO.
160, FENCE HEIGHT AND GATE WIDTH TO BE MODIFIED PER PLANS). MATCH EXISTING CONCRETE SIDEWALK AND/OR CONCRETE CURB
LOCATION AND ELEVATION.
INSTALL SIDEWALK RAMP (SEE DETAIL ON SHEET C-2).

INSTALL DRIVEWAY ENTRANCE (MAG STANDARD DETAIL NO. 250-2,
SAWCUT, REMOVE AND REPLACE 2’ MINIMUM OF EXISTING A.C. MODIFIED PER PLAN).
PAVEMENT IN KIND.
FIELD VERIFY LOCATION AND ELEVATION OF EXISTING GAS OR WATER
LINES PRIOR TO THE START OF CONSTRUCTION. PROTECT FROM

DAMAGE.

INSTALL A.C. PAVEMENT (3" A.C. (3/4 INCH) OVER 6" A.B.C. OVER 10"
COMPACTED SUBGRADE).

INSTALL DRAIN THROUGH LANDSCAPED AREA (SEE DETAIL ON SHEET NEW BASKETBALL POSTS AND STRIPING (SEE SHEET C—3 FOR

FToeoeeeeo® O

ARG ® GO® ® ® GG

INSTALL PLAY AREA WALL (SEE LANDSCAPE PLANS).

GRADE FROM 1" BELOW TOP OF SIDEWALK TO MATCH EXISTING GRADE

AT A 6:1 MAX. SLOPE.

ADJUST DRYWELL RIM TO GRADE INDICATED (MAG STANDARD DETAIL
NO. 422).

REMOVE, SALVAGE AND REINSTALL EXISTING SIGN WITH NEW POST AND

BASE PER MAG STANDARD DETAIL NO. 131, TYPE 'C’.
INSTALL SITE WALL (SEE STRUCTURAL PLANS).

INSTALL NEW FOUR SQUARE (SEE SHEET C-2).

CONNECT TO EXISTING BUILDING DOWNSPOUT WITH A NEW SQUARE TO

ROUND ADAPTER.

INSTALL NEW 8" H.D.P.E. STORM DRAIN PIPE WITH SMOOTH INTERIOR

AND 10.8 P.S.I. JOINTS.
INSTALL AREA DRAIN (SEE DETAIL ON SHEET C-2).

INSTALL DUAL CHAMBER DRYWELL (SEE DETAIL ON SHEET C-2).

® RO O @

INSTALL DEADBOLT LOCK TO CHAIN LINK FENCE (SEE LANDSCAPE
DRAWINGS).

CURB TERMINATION (MAG STANDARD DETAIL NO. 222). MODIFIED FOR
VERTICAL CURB AND GUTTER WHERE SHOWN.

INSTALL WROUGHT IRON FENCE/GATE (SEE DETAIL ON SHEET C-2).
CONSTRUCT CURB WALL (SEE DETAIL ON SHEET C-2).

INSTALL HANDRAIL (SEE DETAIL ON SHEET C-2).

REMOVE AND RELOCATE BACKSTOP.

NEW 1.5” WATER METER TO BE INSTALLED BY CITY AFTER ALL
APPROPRIATE FEES HAVE BEEN PAID.

INSTALL 1.5 REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTION
ASSEMBLY. INSTALL GUARDSHACK HS—2 ENCLOSURE OR APPROVED
EQUAL ON 4” CONCRETE SLAB.

EXPIRES 3-31-21
2020.02.17 16:09:16-07'00'

HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

DES.MAM DRN.ANM CKDDHO JOB NO. 1904_10

|
’
N

c-2). DETAILS).
INSTALL PASTURE VALVE (SEE DETAIL ON SHEET C—2).
INSTALL CONCRETE SIDEWALK TURNDOWN (SEE DETAIL ON SHEET C—2).
ADJUST EXISTING WATER VALVE TO FINISH GRADE (MAG STANDARD
DETAIL NO. 270).
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¢ 40’ DRIVEWAY
STA. 7420.34

E.

CAMELBACK ROAD

40’
R/W

N. 85TH ST.

N. 85TH PL.

Call at least two full working days
before you begin excavation.

MRIZONASH]

Arizona Blue Stake, Inc.\y

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)
In Maricopa County: (602) 263-1100

GRADING AND DRAINAGE PLANS

SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING LOT PLANS FOR
NAVAJO ELEMENTARY SCHOOL

DRAWING STATUS SHEET OF

2ND CITY SUBMITTAL SET
s | o | C-8

DATE: 02-14-20

COS #5566-19

190410GR3.DWG
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HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

EXPIRES 3-31-21

2020.02.17 16:09:16-07'00" DES’MAM DRN’ANM CKDDHO 105 NO. 1904—-10

GRADING AND DRAINAGE
CONSTRUCTION NOTES:

INSTALL CONCRETE VERTICAL CURB AND GUTTER (MAG STANDARD
DETAIL NO. 220-1, TYPE A).

INSTALL CONCRETE SINGLE CURB (MAG STANDARD DETAIL NO. 222,
TYPE ‘A").

INSTALL CONCRETE SIDEWALK (MAG STANDARD DETAIL NO. 230).

INSTALL CHAIN LINK FENCE AND GATE (MAG STANDARD DETAIL NO.
160, FENCE HEIGHT AND GATE WIDTH TO BE MODIFIED PER PLANS).

INSTALL SIDEWALK RAMP (SEE DETAIL ON SHEET C-2).

3 &

—r—

SAWCUT, REMOVE AND REPLACE 2’ MINIMUM OF EXISTING A.C.
PAVEMENT IN KIND.

INSTALL A.C. PAVEMENT (3" A.C. (3/4 INCH) OVER 6" A.B.C. OVER 10"
COMPACTED SUBGRADE).

INSTALL DRAIN THROUGH LANDSCAPED AREA (SEE DETAIL ON SHEET
c-2).

PAINT STRIPE PARKING LOTS TO THE ALIGNMENTS INDICATED,
INCLUDING ALL DIRECTIONAL ARROWS, HANDICAP SYMBOLS,
CROSSWALKS, ETC.).

INSTALL 6" THICK 4000 P.S.I CONCRETE OVER 4" A.B.C., OVER 10"
COMPACTED SUBGRADE.

INSTALL CONCRETE DRIVEWAY ENTRANCE (CITY OF SCOTTSDALE
STANDARD DETAIL NO. 2250).

CONSTRUCT WIDE CONCRETE SCUPPER (MAG STANDARD DETAIL NO.
206—1, —2, AND -3, WITH SPLASHPAD, SCUPPER WIDTH TO BE 7).

FG=52.00

MATCH EXISTING CONCRETE SIDEWALK AND/OR CONCRETE CURB
LOCATION AND ELEVATION.

INSTALL DRIVEWAY ENTRANCE (MAG STANDARD DETAIL NO. 250-2,
MODIFIED PER PLAN).

FIELD VERIFY LOCATION AND ELEVATION OF EXISTING GAS OR WATER
LINES PRIOR TO THE START OF CONSTRUCTION. PROTECT FROM
DAMAGE.

NEW BASKETBALL POSTS AND STRIPING (SEE SHEET C—3 FOR
DETAILS).

INSTALL CONCRETE SIDEWALK TURNDOWN (SEE DETAIL ON SHEET C-2).

INSTALL PLAY AREA WALL (SEE LANDSCAPE PLANS).

GRADE FROM 1" BELOW TOP OF SIDEWALK TO MATCH EXISTING GRADE
AT A 6:1 MAX. SLOPE.

ADJUST DRYWELL RIM TO GRADE INDICATED (MAG STANDARD DETAIL
NO. 422).

REMOVE, SALVAGE AND REINSTALL EXISTING SIGN WITH NEW POST AND
BASE PER MAG STANDARD DETAIL NO. 131, TYPE 'C’.

INSTALL SITE WALL (SEE STRUCTURAL PLANS).

INSTALL NEW FOUR SQUARE (SEE SHEET C-2).

S NV 7/ m—
oy [ ~w=s | W=io
EX. BLDG. 1 e ﬁ=g é) H=5 \

’H’ $// .:

CONNECT TO EXISTING BUILDING DOWNSPOUT WITH A NEW SQUARE TO
ROUND ADAPTER.

INSTALL NEW 8" H.D.P.E. STORM DRAIN PIPE WITH SMOOTH INTERIOR
AND 10.8 P.S.I. JOINTS.

INSTALL AREA DRAIN (SEE DETAIL ON SHEET C-2).

QC’/’ FG=51.80 INSTALL DUAL CHAMBER DRYWELL (SEE DETAIL ON SHEET C—2).

INSTALL PASTURE VALVE (SEE DETAIL ON SHEET C-2).

ADJUST EXISTING WATER VALVE TO FINISH GRADE (MAG STANDARD
DETAIL NO. 270).

INSTALL DEADBOLT LOCK TO CHAIN LINK FENCE (SEE LANDSCAPE
DRAWINGS).

CURB TERMINATION (MAG STANDARD DETAIL NO. 222). MODIFIED FOR
VERTICAL CURB AND GUTTER WHERE SHOWN.

INSTALL WROUGHT IRON FENCE/GATE (SEE DETAIL ON SHEET C-2).

CONSTRUCT CURB WALL (SEE DETAIL ON SHEET C-2).

o MATCH (13— K SHEET—4—, S C-8

4 A4 4'..4 .. . w=5p

X P4
—— 7 fl:'\ \fbo QO/
R ) //‘0
0 4 8 20

INSTALL HANDRAIL (SEE DETAIL ON SHEET C-2).

SRR R SR - 1t 1 — 1 ™ —
v v v 1 oi ( L vy i 2 610 40

R N A ' SCALE: 1"=20’

< A | >

REMOVE AND RELOCATE BACKSTOP.

NEW 1.5”" WATER METER TO BE INSTALLED BY CITY AFTER ALL
APPROPRIATE FEES HAVE BEEN PAID.

[
'
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INSTALL 1.5” REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTION
ASSEMBLY. INSTALL GUARDSHACK HS—2 ENCLOSURE OR APPROVED
EQUAL ON 4” CONCRETE SLAB.

GRADING AND DRAINAGE PLANS

COS #5566-19

SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING LOT PLANS FOR
Call at least two full working days NA VAJO ELEMENTAHY SCHOOI_

before you begin excavation.

ARIZ(0 DRAWING STATUS SHEET OF
A-rizonu Blue Stake, Inc! 2ND CITY SUBMITTAL SET

Dial 8-1-1 or 1-800-STAKE—IT (782-5348)
In Maricopa County: (602) 263-1100 ; g —

DATE: 02-14-20

190410GR4.DWG



1) PROJECT DESCRIPTION

A.

1)
2)
3)

5)
6)

1)
2)

2)
A

PROPOSED CONSTRUCTION ACTIVITY:

THIS PROJECT INCLUDES CONSTRUCTION OF TWO NEW DROP—-OFFS,
SIDEWALK, SINGLE CURB, CURB AND GUTTER AND STORM DRAIN
SYSTEM. THE TOTAL SITE AREA IS APPROXIMATELY 9.58 ACRES. SOIL
DISTURBING ACTIVITIES WILL INCLUDE CLEARING, GRADING, TRENCHING
AND BACKFILLING FOR UTILITIES, CONCRETE INSTALLATION AND
LANDSCAPING.

SEQUENCE OF CONSTRUCTION ACTIVITY:

THE SEQUENCE OF EVENTS IS ANTICIPATED TO BE AS FOLLOWS:
CLEARING AND GRUBBING

ROUGH GRADING

INSTALLATION OF UTILITIES

FINAL GRADING

CONCRETE AND IMPROVEMENTS

LANDSCAPING IMPROVEMENTS

AREA OF SOIL DISTURBANCE:

SOIL: SANDY CLAY

ERODABILITY: MODERATE

IT IS ESTIMATED THAT THE TOTAL AREA OF SOIL DISTURBANCE IS
APPROXIMATELY 2.5 ACRES.

RUN—OFF COEFFICIENTS:
THE ESTIMATED RUN—-OFF COEFFICIENTS FOR THE PROJECT ARE AS
FOLLOWS:

PRE—DEVELOPMENT RUN—OFF COEFFICIENT = 0.82
POST—DEVELOPMENT RUN—OFF COEFFICIENT = 0.82

QUALITY OF SITE STORM WATER DISCHARGE:

PRIMARY POLLUTANT: SITE SOIL

IT IS NOT ANTICIPATED THAT ANY HAZARDOUS MATERIALS WILL
TYPICALLY BE CONTAINED WITHIN STORM WATER DISCHARGE. THE
EXCEPTION TO THIS WOULD BE ANY FUELS OR LUBRICANTS LEAKED
FROM VEHICLES OR EQUIPMENT AND ANY FERTILIZERS OR HERBICIDES
USED DURING THE LANDSCAPE IMPROVEMENTS.

RECEIVING BODY OF WATER:

THE ULTIMATE RECEIVING BODY OF WATER, WHICH WOULD RECEIVE ANY
STORM WATER IN EXCESS OF THAT CONTAINED WITHIN THE PROPOSED
AND EXISTING RETENTION BASINS, IS THE INDIAN BEND WASH OR SALT
RIVER.

GRADING AND DRAINAGE PLAN:

THE GRADING AND DRAINAGE PLAN AS PREPARED BY
HESS—ROUNTREE, INC., PROJECT #1904—10 SHALL BE CONSIDERED A
PART OF THE STORMWATER MANAGEMENT PLAN, AND ALL FINAL
GRADING AND IMPROVEMENTS SHALL BE IN ACCORDANCE WITH THAT
PLAN.

NO WATER BODIES ARE ON SITE.

EROSION AND SEDIMENT CONTROLS
IMMEDIATELY FOLLOWING CLEARING AND GRUBBING, AND AS PART OF

THE INITIAL ROUGH GRADING, ALL RETENTION BASINS SHALL BE CUT TO
GRADE AND PERIMETER BERMS CONSTRUCTED. THE BASINS AND BERMS
SHALL CONSTITUTE THE REQUIRED SEDIMENT BASINS. GRADES SHALL BE

CUT (OR BERMING OR STRAW BALES SHALL BE PROVIDED) TO ASSURE
THAT RUNOFF IS CONVEYED TO THE BASINS.

ANY DISTURBED AREAS WHERE CONSTRUCTION HAS PERMANENTLY OR

TEMPORARILY CEASED SHALL BE STABILIZED TO PREVENT EROSION. AN

ACCEPTABLE STABILIZATION METHOD IS HYDROSEEDING. AREAS WHICH
WILL BE REDISTURBED WITHIN 21 DAYS DO NOT HAVE TO BE
STABILIZED.

THE RETENTION BASINS WHICH ARE SIZED TO CONTAIN THE 100-YR
STORM EVENT SHALL ALSO ACT AS THE REQUIRED SEDIMENT BASINS
FOR THE PROJECT AND SHALL BE INSPECTED ON A MONTHLY BASIS
AND AFTER EVERY HEAVY RAINFALL. NO FLOOD WATER AND THUS NO

SEDIMENT CARRIED BY FLOOD WATER ESCAPES THESE BASINS. AS SUCH

SEDIMENT SHALL BE REMOVED FROM THE BASINS AS NECESSARY TO
MAINTAIN 100% OF THE REQUIRED CAPACITY OF THE BASIN DURING
CONSTRUCTION.

NO CONFLICT SIGNATURE BLOCK

Utility

Utility Company

Name of Company
Representative

Telephone
Number

Date
Submitted

Date
Signed

3) STORMWATER MANAGEMENT CONTROL

AT
NAVAJO EL EMENTARY SCHOOL

STORMWATER MANAGEMENT PLAN

HESS — ROUNTREE, INC.

BUS DROP AND PARKING LOT PLANS

FOR

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

EXPIRES 3-31-21

DES.MAM DRN.ANM CKDDHO JOB NO. 1904_10

2020.02.17 16:09:16-07'00'

7601 E. GRANITE REEF RD., SCOTTSDALE, AZ 85251

FOR

SCOTTSDALE UNIFIED SCHOOL DISTRICT

N. GRANITE REEF ROAD

7575 E. MAIN STREET
SCOTTSDALE, ARIZONA 85251
PHONE: (480) 484-6100

OWNER:

SCOTTSDALE UNIFIED SCHOOL DISTRICT NO. 48
7575 EAST MAIN STREET

SCOTTSDALE, ARIZONA 85251

PHONE: (480) 484-6100

—_—

CHAPARRAL ROAD CONTACT: LOUIS HARTWELL
a < THIS |
S & SITE |S
& | ® ENGINEER:
o HESS—ROUNTREE, INC.
L 9831 SOUTH 51ST STREET, SUITE C110
CAMELBACK ROAD PHOENIX, ARIZONA 85044
- PHONE: (480) 496—0244
n " N FAX: (480) 496—0094
Q S 3 CONTACT: DOUG OSBORN, P.E.
T I N
G
INDIAN ~ SCHOOL — ROAD SHEET INDEX:
NO.
NOT TO SCALE C—1 STORMWATER MANAGEMENT PLAN —

COVER SHEET

C-2 STORMWATER MANAGEMENT PLAN

<

E. CAMELBACK ROAD

SHEET INDEX MAP

NOT TO SCALE

A. THE CONTRACTOR, TOGETHER WITH THE OWNER AS COPERMITTEES,

SHALL SUBMIT A NOTICE OF INTENT AT LEAST TWO (2) DAYS PRIOR TO
THE COMMENCEMENT OF CONSTRUCTION ACTIVITIES TO THE EPA.

B. THE CONTRACTOR SHALL OBTAIN A DUST CONTROL PERMIT FROM THE
MARICOPA COUNTY HEALTH DEPARTMENT AND SHALL WATER THE SITE
AT AN ADEQUATE FREQUENCY TO MINIMIZE AIRBORNE PARTICLES.

C. THE CONTRACTOR SHALL MAINTAIN A COPY OF THE STORMWATER
POLLUTION PREVENTION PLAN AND ALL RECORDS AT THE
CONSTRUCTION SITE.

D. THE CONTRACTOR SHALL INSPECT THE CONSTRUCTION SITE AT LEAST
ONCE EVERY SEVEN (7) DAYS AND WITHIN TWENTY—FOUR (24) HOURS

OF A RAINFALL OF 0.5” OR MORE. THE CONTRACTOR SHALL PREPARE
A REPORT DOCUMENTING THEIR FINDINGS ON THE CONDITIONS OF THE
CONTROLS AND ANY STABILIZED AREAS. THE CONTRACTOR SHALL

Water

City of Scottsdale

Elizabeth Norton

480—-312-5650

8,/26 /19

Storm Drains

City of Scottsdale

Anyone Who Answers

602-206—-2077

8,/26 /19

Elec. /Sewer /Water

City of Scottsdale

Cindy Bowen

480—-312-5999

8,/26 /19

Cable TV

Cox Communitcations

USIC Dispatch Center

800—-778-9140

8,/26 /19

Cable TV

CTLQL — CenturyLink

Ray Perales

610—761-8524

8,/26 /19

Comm. /Elec.

SRP—Maricopa County

SRP Blue Stake

602-236—-8026

8,/26 /19

Gas

Southwest Gas

Troy Gungl

480—-730—-3675

8,/26 /19

X | X |X|X|X|X|X

ENGINEER'S CERTIFICATION

DOUG OSBORN

THE

, BEING THE PERSON RESPONSIBLE FOR DESIGNING

FACILITIES NECESSARY TO SERVE THIS DEVELOPMENT, HEREBY CERTIFY THAT PLANS

HAVE BEEN SUBMITTED TO ALL THE UTILITY COMPANIES LISTED ABOVE FOR CONFLICT
REVIEW. "NO CONFLICT” FORMS HAVE BEEN OBTAINED FROM EACH UTILITY COMPANY THAT
RESPONDED AND ARE INCLUDED IN THIS SUBMITTAL. CONFLICTS IDENTIFIED BY UTILITY
COMPANY RESPONSES HAVE BEEN RESOLVED.

SIGNATURE

DATE

G.

MODIFY THE STORMWATER POLLUTION PREVENTION PLAN AS NECESSARY
TO CORRECT ANY OBSERVED SEDIMENT OR EROSION PROBLEMS.

PERMANENT LANDSCAPING AND PLACEMENT OF FINAL COVER MATERIALS
SHALL OCCUR AS SOON AS PRACTICAL AFTER COMPLETION OF
GRADING.

THE CONTRACTOR, TOGETHER WITH THE OWNER, SHALL FILE A NOTICE
OF TERMINATION WITH THE EPA AFTER COMPLETION OF ALL
CONSTRUCTION AND LANDSCAPING ACTIVITIES.

THE TERMS & CONDITION OF THIS PERMIT WILL BE MET.

FLOODPLAN MAP INFORMATION

COMMUNITY PANEL NUMBER SUFFIX DATE OF FIRM SHADED BASE FLOOD ELEVATION
NUMBER AND DATE (INDEX DATE) ZONE (IN AO ZONE, USE DEPTH)
1770
045012 L 10—-16-13 X N/A
10—-16-13

THE LOWEST FLOOR ELEVATION(S) AND—OR FLOOD PROOFING ELEVATION(S) ON THIS PLAN ARE
SUFFICIENTLY HIGH TO PROVIDE PROTECTION FROM FLOODING CAUSED BY A 100—YEAR STORM, AND ARE
IN ACCORDANCE WITH SCOTTSDALE REVISED CODE, CHAPTER 37 — FLOODPLAIN AND STORMWATER
REGULATION.

BENCHMARK:

CITY OF SCOTTSDALE BRASS CAP, FLUSH, LOCATED AT THE INTERSECTION
OF CAMELBACK ROAD AND GRANITE REEF ROAD.

ELEVATION=1252.93 (CITY OF SCOTTSDALE NAVD88 DATUM)

STORM WATER MENAGEMENT PLANS COVER SHEET

NOTE: SCOTTSDALE UNIFIED SCHOOL DISTRICT

THESE DRAWINGS ARE AN INSTRUMENT OF SERVICE ONLY AND ARE AND
SHALL REMAIN THE EXCLUSIVE PROPERTY OF HESS—ROUNTREE, INC. NO

BUS DROP AND PARKING LOT PLANS FOR
Call at least two full working days

NAVAJO ELEMENTARY SCHOOL
before you begin excavation.

REPRODUCTION OR OTHER USE SHALL BE MADE BY ANY PERSON OR FIRM
OTHER THAN HESS—ROUNTREE, INC. OR THE CITY OF SCOTTSDALE WITHOUT NRIZ( DRAWING STATUS SHEET OF

EXPRESS PERMISSION OF HESS—ROUNTREE, INC. ANY UNAUTHORIZED USE o e ke

SHALL VOID THE ENGINEER'S SEAL AND SIGNATURE HEREON AND NO Sl 5-1-1 o 1~000STAE_T (1975548 SWM 1

PROFESSIONAL RESPONSIBILITY WILL REMAIN. In Maricopa County: (602) 263-1100 1 2
DATE: 02-14-20

2ND CITY SUBMITTAL SET

COS #5566-19

190410SWM1.DWG



EXPIRES 3-31-21
2020.02.17 16:09:16-07'00'

I_l_ HESS —

Ik

ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044

(480)496—0244

DES.MAM DRN.ANM CKDDHO

105 ¥ 1904-10

CONSTRUCTION NOTES:

@ INSTALL MIRAFI FABRIC (SEE DETAIL ON SHEET SW-2).

@ INSTALL CONCRETE WASHOUT (SEE DETAIL ON SHEET SW-2).

@ STABILIZED CONSTRUCTION ENTRANCE.

I
|
|
I
I
I
l
~ N\
| !
i N AN
! . . — —— . . . . . . = — — — — — — — — — — — — — — S o e SV e I oS
; ] B 1o i WTF 0
| | \ | EX. BLDG 2 / .
‘ | | | | | | | Boe. . & X LEGEND
|| | EX. BLDG. |
| | : = 'E’LDG' | =X ’EE‘DG : | 13 I L[__——:'I <<§g\/\Ig O PROPOSED SD MANHOLE
| I I : : | : : ! |<<<<\ i (dpqc (I PROPOSED DOUBLE CATCH BASIN
| l || Jl I ¥ ‘—[Sr_ N m PROPOSED CATCH BASIN
‘ EZZZZZIZZZIZ:ZZ:I RN @ PROPOSED AREA DRAIN
||
9( | E3 F=======___ 1 E==s=s=s=s=s=s=s=======3 0 [~~~ % 003 L DRAINAGE DIRECTION
0 | E;”g; | _= : | | T 00l STABILIZED CONSTRUCTION ENTRANCE
M I I P
Iy Kk | || : ( LDG. | EX. BLD ||D U‘EN
I EX. BLDG. | | EX. BLDG | Rk £ 1 N »-[I} CONCRETE WASHOUT
'-L '8’ | | 8’ | ’b(-]’ D D r
| | | o L1t
U_] : ' || | — sl = PROPOSED STORM DRAIN PIPE
TR ] T N T P iyt 3 17
C I 1 t:::::::::::::::j T
! I I // X
E | i ——— R R e e S ey 5 -~ —
iy l I ______________________ i X—— = p— —— — X — —X— —X— —X— —X————
2 | : I A\
< I I || \
Iy | Ex. Boe. || EX. ,S,LDG' .
(5 I A I | N 92
! L "
o || Fo—o——< e
4 ) . '—‘I—__‘I ] -
L A B A R | 2
+
& i AN | >
14 o . i
%+
00 0§50 1400 1450 _ 2400 2450 3+00 _8+00 8+50 9+00 9+50 10400 10450 11400 11450 12400 12450 13400 | _
¥ N i
m A
ALL SIDES — %
L
- O O
BERM—~ 0 TWO LAYERS OF MIRAFI 100X FABRIC
AN Y Y SANDBAG INSTALLED BENEATH THE GRATE. FABRIC
I \E—) SHALL NOT BE REMOVED UNTIL PAVING
0 0 AND LANDSCAPING ARE COMPLETED
A — == ===l
>_ — ;EAhélTLlc LINING _ﬁ&;ﬂﬁMﬁMﬁMﬁMﬁ GRATE
] n (41 MAXIMUM <= 2 T S —
oz |0 O +| sLopE) ===
== A A = Eu ua 0 20 80
BERM %) ’
=T SCALE: 1 =40

FILTER FABRIC

COARSE AGGREGATE

1” 70 3”

STABILIZED CONSTRUCTION

ENTRANCES ONLY (EC-5)

NOT TO SCALE

- T
f
AL A

O -

10 MIL
PLASTIC

LINING

CONCRETE WASHOUT (GH-4)

NOT TO SCALE

ﬂ:m:m:m:M:m:m“E :
AT NOTE:

1. ACTUAL LAYOUT DETERMINED IN FIELD.

SECTION A-A

NOT TO SCALE

MIRAFI FABRIC

INLET PROTECTION (SPC-7)

NOT TO SCALE
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SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING

Call at least two full working days
before you begin excavation.

Arizona Blue Stake, Inc!

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)

In Maricopa County: (602) 263-1100

NAVAJO ELEMENTARY SCHOOL

LOT PLANS FOR
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Caliente

Construction Inc.

Caliente Construction Inc.

Project: SUSD - Navajo Elementary
Owner: Scottsdale Unified School District
Architect: Hess Rountree
Date: 5/1/2020
Adjacent Ways
Sq.Ft.
Description Unit Price Unit Quantity Amount
GENERAL REQUIREMENTS - TESTING $1,088
Special Inspection and Testing $0.00 LS 0 $1,088
TOTALS Sq.Ft. 0 $1,088
LAYOUT & SURVEYING $1,632
Site Survey $0.00 EA 0 $1,632
TOTALS Sq.Ft. 0 $1,632
SELECTIVE DEMOLITION Name $35,844
Remove Concrete/asphalt flatwork $2.25 SF 11,830 $26,618
Remove grass/play area $1.65 SF 5,591 $9,226
Asphalt Removal $1.70 EA $0
TOTAL Sq.Ft. 0 $35,844
CONCRETE $40,108
Vertical Concrete Curb & Gutter $17.50 LF 393 $6,877
Vertical Curb - Onsite $13.97 LF 269 $3,756
Sidewalks -4 " Grey $4.14 SF 294 $1,219
Concrete Fire Lane 6" $5.15 SF 2,890 $14,884
Concrete Drive - 8" Broom Finish $6.80 SF 1,967 $13,372
TOTALS Sq.Ft. 0.00 $40,108
EARTHWORK & PAVING $31,150
3" Asphalt Paving - Fire Lane X $34.25 Sy 910 $31,150
TOTALS Sq.Ft. 0.00 $31,150
TOTALS Sq.Ft. 0.00 $0
TOTAL CONSTRUCTION COSTS $109,822
GENERAL CONDITIONS $ 8,594
LIABILITY INSURANCE / BLDRS RISK INS 1.18% $ 1,295.90
BONDING FEES 1.00% S 1,098.22
CONSTRUCTION CONTINGENCY 6.00%
OWNER CONTINGENCY 0.00% $ -
SUBTOTAL $ 120,810
TAX (SCOTTSDALE) 5.23% $ 6,667.07
CURRENT BUDGET]| $ 127,477.52
Cost /SF
Navajo Site Project $ 1,017,356.00
SUSD Allowance $ 30,000.00
Adjacent Ways Change $ (127,477.52)
Revised Contract Amount $ 889,878.48

Page 1of 1



trim 2 large branches
that overhang roof

EX. BLDG.
’C,

Cut the exisiing grade in the west courtyard between buildings ‘B and C’ to the flowing

specifications:

A Down. to 6" deep 5 feet wide in the middle and 2" on the sides. Slope the area evenly to

EX.

on the west end to the flowing specifications:

down a min. of 8 below grade.

BLDG.

Cut the existing grade in the east courtyard between buildings ‘B and C’ to up to the low wall

B. Down to 6" deep 5 feet wide in the middle and 3" on the sides. Slope the area evenly to
the middle. This area is to receive decomposed granite. Also grind the existing stump

EX. BLDG.

] (PUMP)

EX. BLDG.
’B,

_ l_ - N | I 7
Tree to remain, other
4 trees marked green
do not exist
EX. BLDG.
,B,

—

Y MARRARD
Cut the existing grade in the east courtyard between buildings *B and A’ to the flowing
specifications:

C. Down to 6" deep 5 feet wide in the middle and 3" on the sides. Slope the area evenly to
the middle. This area is o receive sod.

Cut the existing grade in the area {around the transformers) just west of building ‘E' to the
flowing specifications:

D. Down to 3". Slope the area evenly away from the building. This area is to receive
decomposed granite.

Remove the {3) trees on the on the east side of building 'H’ where the new walk in being
installed. Grind the stumps 8” deep below grade.

Remove the (2) trees in the old playground area east side of building ‘H'. Where the new
grass is being installed. Grind the stumps 8" deep below grade.

EX. BLDG.
’G’

Demo Trees , grind
stump

—£//f

EXPIRES 3-31-21
2020.02.17 16:09:16-07'00'

HESS ROUNTRELE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244
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Cut the existing grade in the area between buildings ‘G and F’ o the flowing specifications:

E. Downto 6" deep 5 feet wide in the middle and 3” on the sides. Slope the area evenly to
the south end for drainage. This area to receive decomposed granite.

EX. BLDG.
EX. BLDG. EX. BLDG. 'D’
,A’ ,A’
EX. 6
VENT DOOR £Y 6 > HIGH WI.F.
HIGH W.I.F. &
S & 46" W.ILF. < O
. , OPENING N .
® AN % EX. 6 2 o N i v
: . O M ; CIEEN
AT o @ HIGH W.L.F. PRy ATV T A VAN \ 2 ¢
N ﬂ(o/b > O N '\qé RN N Q S)AS) _I_(“\
INV.(4”SD)= Q)CJ -G S ——— _X/'h —— N o __i:CJ\, 1T
1251.93 ¢ o | U/, i T .
) (OI/'
EX. 6 X 2 N - ) T .
S ° AT
HIGH wmgﬁ% ) N3 = ol | (L_&\ N N %vg\c)i% H U)z'\xi
AREOR : ) : -
42 NN : o SN e W e N3)e DR
VN S & 0° 2O N
RS SN EX. 6 fo + e ——— 5 5 ]
> Q»%@Q HIGH w.w%\ : .68, sf! ! & 'Q(f’ R\ N ‘
Pt EX. 6 o, 2,694.5 X_6\ P N 5% NI EAYE RS
NP HIGH W.I.F B il ’ HIGH WNF. > VST ' S nBa? o
— / — S ol // @ SOI men W a0 B
/. /, _ __774.3sf AN
= C — . "TSTINGAS ‘
O N . Q
IR o 2P n Y Yoo
N RSV e O BN 21
NN 07 A ¥ RO N
R 1251.89 N % SV S'G8) A
1400 _ INV.(47SD)= 1 ﬁQ 2450 A 3Hs50 N4 4400 : y
T T -+ (_7 T
/ . JISD J SD SD t SD SD SD SD EX. 60” R.C.P. STORMSD J/ ~'Sp—SD 1\5
7 iy g & N %Qg = wlo RIM 122?% J
. o . A A i - : Q
- P P & & & TS e E.  CAMELBACK |, ROAD » <& N & o
H= A NN P H|Z NGO A CATV NGO o O
S _— © Sy == — ; .
%;; o " /Q \{b” @@” Q)Q/’ o CATV ~ (f/o\ |<_(
o7 %6 S S S SFPR—OHE — o N
— G G G G G G "G SN ev 6" STL GAS G G G o6 _Q @Q G G O T T — O R — 0 %~—‘
- W W W W w > s W EX. 8" ACP. WATER—L w > & Qi w W w w ~ w !
7 H ) |
(1/.
o)
s | |
LT
Caliente Estimate @\9
v
Description Quantity | Unit| Area |Length | Wall Area | Depth h
[ | 02- Demolition parking lot/concrete | 1,873.72 | sf |1,873.72 |371.67 0 ‘é‘
1| 02 - Demolition Grass / play area |5,591.23| sf |5,591.23 |535.61 0 A
C<1IIb aft least tvéo full workintg days
o 4 8 20 erore you begin excavation.
P H
2 610 40 Arizona Blue Stake, Inc!
’ R Dial IB—J—! or 1EBOO{ST(%IBE23|2 6(;8121—0%348)
SCALE. 1 — 20 n Maricopa Lounty: -

SPECIFIC DEMOLITION NOTES:

® Q@ OO GO GG G EEERVEY VOV  ©

WITHIN DEMOLITION AREA, REMOVE AND LEGALLY DISPOSE OF ALL
BUILDINGS, CONCRETE, ASPHALT, ABC, WALLS, CURBS, TREES AND ANY
IMPROVEMENTS EXCEPT ITEMS NOTED TO REMAIN AND BE PROTECTED
OR REMOVED AND SALVAGED. EXISTING UTILITIES TO REMAIN AND BE
PROTECTED UNLESS OTHERWISE NOTED.

EXISTING FENCE TO REMAIN AND BE PROTECTED.
REMOVE EXISTING FENCE/GATE.

EXISTING FIRE HYDRANT TO REMAIN AND BE PROTECTED.
EXISTING WALL TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING SIGN FOR REINSTALLATION. SEE
GRADING AND DRAINAGE PLANS FOR REINSTALLATION DETAILS.

REMOVE AND SALVAGE EXISTING TRASH CAN.

EXISTING SIGN AND POST TO REMAIN AND BE PROTECTED.

EXISTING LIGHT POLE AND BASE TO BE REMOVED.

REMOVE EXISTING TREE.

EXISTING TREE TO REMAIN AND BE PROTECTED.

PROTECT EXISTING CONCRETE COURT. STRIPING TO BE OBLITERATED.
REMOVE EXISTING BASKETBALL POST AND BACKBOARD. CUT POST
FLUSH WITH CONCRETE. GRIND POST SMOOTH AND FILL WITH
NON—SHRINK GROUT. SEE SHEET C—3 FOR PLAYCOURT DETAILS.

EXISTING BACKFLOW PREVENTER TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE 12" OF SAND. RETURN TO OWNER AT TAVAN
SCHOOL.

REMOVE EXISTING WALL.

EXISTING CONCRETE CURB AND/OR GUTTER TO REMAIN AND BE
PROTECTED.

EXISTING CONCRETE RAMP TO REMAIN AND BE PROTECTED.
EXISTING GAS LINE TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING CANOPY STRUCTURE (SEE LANDSCAPE
DRAWINGS).

EXISTING BACKFLOW PREVENTER TO BE REMOVED.

EXISTING CONCRETE SIDEWALK AND/OR CURB TO REMAIN AND BE
PROTECTED.

SEE LANDSCAPE PLAN FOR SALVAGE AND DEMOLITION OF EXISTING
PLAY EQUIPMENT AND SHADE STRUCTURES.

REMOVE EXISTING BASKETBALL GOAL POST AND FOOTING.

GENERAL DEMOLITION NOTES:

1.

EXISTING STRUCTURES, MATERIALS, LANDSCAPING, ETC., THAT ARE TO
REMAIN, WHICH ARE DAMAGED IN THE PERFORMANCE OF THE WORK,
ARE THE CONTRACTOR’S RESPONSIBILITY TO REPAIR OR REPLACE IN
KIND. THE ARCHITECT SHALL BE THE SOLE JUDGE OF ACCEPTABILITY
OF REPAIR OR REPLACEMENT.

2.  ALL NON—-SALVAGE ITEMS SHALL BE REMOVED FROM THE SITE AND
DISPOSED OF LEGALLY.

3. SECURITY AND SAFETY ARE THE CONTRACTOR’S SOLE RESPONSIBILITY.

4. ALL UTILITES ARE TO REMAIN IN PLACE (WATER, SEWER, TELEPHONE,
STORM DRAIN, FLOOD IRRIGATION, GAS, ETC.) UNLESS NOTED
OTHERWISE. PROTECT FROM DAMAGE.

5.  SAWCUT SIDEWALKS AND CONCRETE AT NEAREST JOINT OR AS
DIRECTED BY THE CITY INSPECTOR.

6. SAWCUT ASPHALTIC CONCRETE AT LIMITS OF DEMOLITION AS SHOWN
ON PLANS OR AS DIRECTED BY THE CITY INSPECTOR.

7. SALVAGE ITEMS NOT BEING REINSTALLED SHALL BE DELIVERED TO THE
DISTRICT MAINTENANCE YARD.

8. SALVAGE ALL TRASH CANS AND DELIVER TO OWNER.

AND DEMOLITION PLAN

SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING LOT PLANS FOR
NAVAJO ELEMENTARY SCHOOL

DRAWING STATUS SHEET OF
2ND CITY SUBMITTAL SET
DATE: 02-14-20 4 9 C 4

COS #5566-19

190410DM1.DWG


Daniel Collinsworth
Snapshot

BMccain
Arrow

BMccain
Snapshot

BMccain
Arrow

BMcCain
Highlight

BMcCain
Callout
trim 2 large branches 
that overhang roof

BMccain
Rectangle

BMccain
Snapshot

BMccain
Arrow

BMccain
Rectangle

BMccain
Snapshot

BMccain
Arrow

BMccain
Snapshot

BMccain
Rectangle

BMccain
Arrow

BMccain
Arrow

BMccain
Rectangle

BMccain
Snapshot

BMccain
Arrow

BMcCain
Highlight

BMcCain
Highlight

BMcCain
Highlight

BMcCain
Highlight

BMcCain
Highlight

BMcCain
Callout
Demo Trees , grind stump

BMcCain
Highlight

BMcCain
Highlight

BMcCain
Highlight

BMcCain
Highlight

BMcCain
Highlight

BMcCain
Callout
Tree to remain, other 4 trees marked green do not exist

BMcCain
02- Demolition parking lot/concrete
774.3 sf

BMcCain
02- Demolition parking lot/concrete
596.28 sf

BMcCain
02- Demolition parking lot/concrete
503.13 sf

BMcCain
02 - Demolition Grass / play area
2,694.55 sf

BMcCain
02 - Demolition Grass / play area
2,896.68 sf

BMcCain
Standard Legend - Qty


PROTECT EXISTING CONCRETE COURT. STRIPING TO BE OBLITERATED.

GENERAL DEMOLITION NOTES: SPECIFIC DEMOLITION NOTES: REMOVE EXISTING BASKETBALL POST AND BACKBOARD. CUT POST @ REMOVE EXISTING BASKETBALL GOAL POST AND FOOTING.

HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

FLUSH WITH CONCRETE. GRIND POST SMOOTH AND FILL WITH
WITHIN DEMOLITION AREA, REMOVE AND LEGALLY DISPOSE OF ALL NON—SHRINK GROUT. SEE SHEET C—3 FOR PLAYCOURT DETAILS.
BUILDINGS, CONCRETE, ASPHALT, ABC, WALLS, CURBS, TREES AND ANY
IMPROVEMENTS EXCEPT ITEMS NOTED TO REMAIN AND BE PROTECTED @ EXISTING BACKFLOW PREVENTER TO REMAIN AND BE PROTECTED.
OR REMOVED AND SALVAGED. EXISTING UTILITIES TO REMAIN AND BE

PROTECTED UNLESS OTHERWISE NOTED. @ REMOVE AND SALVAGE 12" OF SAND. RETURN TO OWNER AT TAVAN

1. EXISTING STRUCTURES, MATERIALS, LANDSCAPING, ETC., THAT ARE TO
REMAIN, WHICH ARE DAMAGED IN THE PERFORMANCE OF THE WORK,
ARE THE CONTRACTOR’S RESPONSIBILITY TO REPAIR OR REPLACE IN
KIND. THE ARCHITECT SHALL BE THE SOLE JUDGE OF ACCEPTABILITY
OF REPAIR OR REPLACEMENT.

SCHOOL.
EXISTING FENCE TO REMAIN AND BE PROTECTED.

EXPIRES 3-31-21

DES. DRN. CKD. JOB NO.
@ REMOVE EXISTING WALL. 2020.02.17 16:09:16-07'00' MAM ANM DHO 1904—10

2.  ALL NON—-SALVAGE ITEMS SHALL BE REMOVED FROM THE SITE AND
DISPOSED OF LEGALLY.

REMOVE EXISTING FENCE/GATE.

@ EXISTING CONCRETE CURB AND/OR GUTTER TO REMAIN AND BE
EXISTING FIRE HYDRANT TO REMAIN AND BE PROTECTED. PROTECTED.

EXISTING WALL TO REMAIN AND BE PROTECTED. @ EXISTING CONCRETE RAMP TO REMAIN AND BE PROTECTED.

REMOVE AND SALVAGE EXISTING SIGN FOR REINSTALLATION. SEE EXISTING GAS LINE TO REMAIN AND BE PROTECTED.
GRADING AND DRAINAGE PLANS FOR REINSTALLATION DETAILS.

3.  SECURITY AND SAFETY ARE THE CONTRACTOR’S SOLE RESPONSIBILITY.

4. ALL UTILITES ARE TO REMAIN IN PLACE (WATER, SEWER, TELEPHONE,

STORM DRAIN, FLOOD IRRIGATION, GAS, ETC.) UNLESS NOTED
OTHERWISE. PROTECT FROM DAMAGE.

5. SAWCUT SIDEWALKS AND CONCRETE AT NEAREST JOINT OR AS
DIRECTED BY THE CITY INSPECTOR. REMOVE AND SALVAGE EXISTING TRASH CAN. DRAWINGS).
6. SAWCUT ASPHALTIC CONCRETE AT LIMITS OF DEMOLITION AS SHOWN

ON PLANS OR AS DIRECTED BY THE CITY INSPECTOR. EXISTING SIGN AND POST TO REMAIN AND BE PROTECTED. EXISTING BACKFLOW PREVENTER TO BE REMOVED.

7. SALVAGE ITEMS NOT BEING REINSTALLED SHALL BE DELIVERED TO THE EXISTING LIGHT POLE AND BASE TO BE REMOVED.

DISTRICT MAINTENANCE YARD.

EXISTING CONCRETE SIDEWALK AND/OR CURB TO REMAIN AND BE

REMOVE EXISTING TREE. PROTECTED.

8. SALVAGE ALL TRASH CANS AND DELIVER TO OWNER. SEE LANDSCAPE PLAN FOR SALVAGE AND DEMOLITION OF EXISTING

EXISTING TREE TO REMAIN AND BE PROTECTED. PLAY EQUIPMENT AND SHADE STRUCTURES.

REMOVE AND SALVAGE EXISTING CANOPY STRUCTURE (SEE LANDSCAPE ‘é‘
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before you begin excavation.
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HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

EXPIRES 3-31-21

2020.02.17 16:09:16-07'00' DES'MAM DRN'ANM CKDDRO JOB NO. 1904—-10

GRADING AND DRAINAGE
CONSTRUCTION NOTES:

@ INSTALL CONCRETE VERTICAL CURB AND GUTTER (MAG STANDARD
| | | DETAIL NO. 220-1, TYPE A).
© @ INSTALL CONCRETE SINGLE CURB (MAG STANDARD DETAIL NO. 222,
| TYPE ‘A").
O
@ INSTALL CONCRETE SIDEWALK (MAG STANDARD DETAIL NO. 230).
— — @ INSTALL CHAIN LINK FENCE AND GATE (MAG STANDARD DETAIL NO.
| ] 160, FENCE HEIGHT AND GATE WIDTH TO BE MODIFIED PER PLANS).
@ INSTALL SIDEWALK RAMP (SEE DETAIL ON SHEET C-2).
@ SAWCUT, REMOVE AND REPLACE 2’ MINIMUM OF EXISTING A.C.
— — — ; PAVEMENT IN KIND.
@ INSTALL A.C. PAVEMENT (3" A.C. (3/4 INCH) OVER 6" A.B.C. OVER 10”
COMPACTED SUBGRADE).
9( INSTALL DRAIN THROUGH LANDSCAPED AREA (SEE DETAIL ON SHEET
@) C-2).
« @ PAINT STRIPE PARKING LOTS TO THE ALIGNMENTS INDICATED,
T8 EX. BLDG INCLUDING ALL DIRECTIONAL ARROWS, HANDICAP SYMBOLS,
H_IJ EX. BLDG. EX. BLDG. D’ CROSSWALKS, ETC.).
Ny A A INSTALL 6” THICK 4000 P.S.I CONCRETE OVER 4" A.B.C., OVER 10”
I COMPACTED SUBGRADE.
= @ INSTALL CONCRETE DRIVEWAY ENTRANCE (CITY OF SCOTTSDALE
P STANDARD DETAIL NO. 2250).
X
oc @ CONSTRUCT WIDE CONCRETE SCUPPER (MAG STANDARD DETAIL NO.
§) 206—1, —2, AND —3, WITH SPLASHPAD, SCUPPER WIDTH TO BE 7°).
P @ MATCH EXISTING CONCRETE SIDEWALK AND/OR CONCRETE CURB
, LOCATION AND ELEVATION.
40
R/W . INSTALL DRIVEWAY ENTRANCE (MAG STANDARD DETAIL NO. 250-2,
SR MODIFIED PER PLAN).
' ﬁq’f‘. L @ FIELD VERIFY LOCATION AND ELEVATION OF EXISTING GAS OR WATER
o e L LINES PRIOR TO THE START OF CONSTRUCTION. PROTECT FROM
DAMAGE.
NEW BASKETBALL POSTS AND STRIPING (SEE SHEET C—3 FOR
s l= DETAILS).
SIS
& @ INSTALL CONCRETE SIDEWALK TURNDOWN (SEE DETAIL ON SHEET C-2).
: INSTALL PLAY AREA WALL (SEE LANDSCAPE PLANS).
6
0100 A 5450 2100 ar 4400 4150 WG | 6150 . il;AADEBﬂRC:ANL ><1 s?_%lﬁ%w TOP OF SIDEWALK TO MATCH EXISTING GRADE
O : . .
W ¢ OF 40' DRIVEWAY/ |<T: ADJUST DRYWELL RIM TO GRADE INDICATED (MAG STANDARD DETAIL
- : NO. 422).
rersebToN O N E. CAMELBACK . ROAD STA. 5+38.38 =
GRANITE REEF RD. AND /% ofF @ REMOVE, SALVAGE AND REINSTALL EXISTING SIGN WITH NEW POST AND
. ﬂ. 1!
E. CAMELBACK RD. o o BASE PER MAG STANDARD DETAIL NO. 131, TYPE 'C'.
STA. 0+00.00
@ INSTALL SITE WALL (SEE STRUCTURAL PLANS).
@ INSTALL NEW FOUR SQUARE (SEE SHEET C-2).
- - i CONNECT TO EXISTING BUILDING DOWNSPOUT WITH A NEW SQUARE TO
V5] ROUND ADAPTER.
E @ INSTALL NEW 8” H.D.P.E. STORM DRAIN PIPE WITH SMOOTH INTERIOR
& AND 10.8 P.S.I. JOINTS.
= INSTALL AREA DRAIN (SEE DETAIL ON SHEET C-2).
@ INSTALL DUAL CHAMBER DRYWELL (SEE DETAIL ON SHEET C-2).
INSTALL PASTURE VALVE (SEE DETAIL ON SHEET C-2).
ADJUST EXISTING WATER VALVE TO FINISH GRADE (MAG STANDARD
DETAIL NO. 270).
INSTALL DEADBOLT LOCK TO CHAIN LINK FENCE (SEE LANDSCAPE
DRAWINGS).
@ CURB TERMINATION (MAG STANDARD DETAIL NO. 222). MODIFIED FOR
VERTICAL CURB AND GUTTER WHERE SHOWN.
@ INSTALL WROUGHT IRON FENCE/GATE (SEE DETAIL ON SHEET C-2).
Caliente Estimate @ CONSTRUCT CURB WALL (SEE DETAIL ON SHEET C-2).
Description Quantity |Unit| Area |Length|Wall Area | Depth INSTALL HANDRAIL (SEE DETAIL ON SHEET C-2).
[]| 03 - 9" driveway concrete | 1,316.26 | sf |1,316.26 | 263.31 0 @ REMOVE AND RELOCATE BACKSTOP
/| 08 - Curb and Gutter 264.80 | ft 264.80 0 )
03 - Vertcal Curb | 268.85 | f 268.85 0 NEW 15" WATER ETER TO BE INSTALLED BY CITY AFTER ALL
[ ]| 32 - Asphalt bus lane 3" [4,105.35| sf |4,105.35|698.77 0 Y
@ INSTALL 1.5” REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTION

EQUAL ON 4" CONCRETE SLAB.

GRADING AND DRAINAGE PLANS

COS #5566-19

SCOTTSDALE UNIFIED SCHOOL DISTRICT

BUS DROP AND PARKING LOT PLANS FOR

~¢~ ASSEMBLY. INSTALL GUARDSHACK HS—2 ENCLOSURE OR APPROVED
0 4 8 20

Call at least two full working days NA VA\JO EI—EMENTAHY SCHOOL
before you begin excavation.
DRAWING STATUS
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michellem
Text Box

michellem
Snapshot

BMcCain
03 - Vertical Curb
268.85 ft

BMcCain
03 - Curb and Gutter
150.50 ft

BMcCain
03 - Curb and Gutter
57.07 ft

BMcCain
03 - Curb and Gutter
57.23 ft

BMcCain
03 - 9" driveway concrete
658.13 sf

BMcCain
03 - 9" driveway concrete
658.13 sf

BMcCain
32 - Asphalt bus lane 3"
3,844.63 sf

BMcCain
32 - Asphalt bus lane 3"
125.91 sf

BMcCain
32 - Asphalt bus lane 3"
134.83 sf

BMcCain
Standard Legend - Qty


GRADING AND DRAINAGE

CONSTRUCTION NOTES:

ONONGIONOORONC

INSTALL CONCRETE VERTICAL CURB AND GUTTER (MAG STANDARD
DETAIL NO. 220-1, TYPE A).

INSTALL CONCRETE SINGLE CURB (MAG STANDARD DETAIL NO. 222,
TYPE ‘A’).

INSTALL CONCRETE SIDEWALK (MAG STANDARD DETAIL NO. 230).

INSTALL CHAIN LINK FENCE AND GATE (MAG STANDARD DETAIL NO.
160, FENCE HEIGHT AND GATE WIDTH TO BE MODIFIED PER PLANS).

INSTALL SIDEWALK RAMP (SEE DETAIL ON SHEET C-2).

SAWCUT, REMOVE AND REPLACE 2’ MINIMUM OF EXISTING A.C.
PAVEMENT IN KIND.

INSTALL A.C. PAVEMENT (3" A.C. (3/4 INCH) OVER 6" A.B.C. OVER 10"
COMPACTED SUBGRADE).

INSTALL DRAIN THROUGH LANDSCAPED AREA (SEE DETAIL ON SHEET
c-2).

PAINT STRIPE PARKING LOTS TO THE ALIGNMENTS INDICATED,
INCLUDING ALL DIRECTIONAL ARROWS, HANDICAP SYMBOLS,

CROSSWALKS, ETC.).

INSTALL 6” THICK 4000 P.S.I CONCRETE OVER 4” A.B.C., OVER 10"

COMPACTED SUBGRADE.

INSTALL CONCRETE DRIVEWAY ENTRANCE (CITY OF SCOTTSDALE

STANDARD DETAIL NO. 2250).

CONSTRUCT WIDE CONCRETE SCUPPER (MAG STANDARD DETAIL NO.
206—-1, —2, AND -3, WITH SPLASHPAD, SCUPPER WIDTH TO BE 7).

MATCH EXISTING CONCRETE SIDEWALK AND/OR CONCRETE CURB

LOCATION AND ELEVATION.

INSTALL DRIVEWAY ENTRANCE (MAG STANDARD DETAIL NO. 250-2,

MODIFIED PER PLAN).

FIELD VERIFY LOCATION AND ELEVATION OF EXISTING GAS OR WATER
LINES PRIOR TO THE START OF CONSTRUCTION. PROTECT FROM

DAMAGE.

NEW BASKETBALL POSTS AND STRIPING (SEE SHEET C—-3 FOR

DETAILS).

INSTALL CONCRETE SIDEWALK TURNDOWN (SEE DETAIL ON SHEET C-2).

FToe oo O

R

INSTALL PLAY AREA WALL (SEE LANDSCAPE PLANS).

AT A 6:1 MAX. SLOPE.

NO. 422).

REMOVE, SALVAGE AND REINSTALL EXISTING SIGN WITH NEW POST
BASE PER MAG STANDARD DETAIL NO. 131, TYPE 'C’.

INSTALL SITE WALL (SEE STRUCTURAL PLANS).
INSTALL NEW FOUR SQUARE (SEE SHEET C-2).

CONNECT TO EXISTING BUILDING DOWNSPOUT WITH A NEW SQUARE
ROUND ADAPTER.

AND 10.8 P.S.I. JOINTS.
INSTALL AREA DRAIN (SEE DETAIL ON SHEET C-2).
INSTALL DUAL CHAMBER DRYWELL (SEE DETAIL ON SHEET C-2).

INSTALL PASTURE VALVE (SEE DETAIL ON SHEET C-2).

ADJUST EXISTING WATER VALVE TO FINISH GRADE (MAG STANDARD
DETAIL NO. 270).

ARG ® GO® ® ® GG

RIM=52.50

W= "Aq .
4 H=4", (57 EM=52.10

a
4

N
b B - &
EX. BLDG. v v X JJINV.=48.00.« - =
v ™ g v v VESRIM=B2.10 4

GRADE FROM 1" BELOW TOP OF SIDEWALK TO MATCH EXISTING GRADE

ADJUST DRYWELL RIM TO GRADE INDICATED (MAG STANDARD DETAIL

AND

T0

INSTALL NEW 8" H.D.P.E. STORM DRAIN PIPE WITH SMOOTH INTERIOR

INSTALL DEADBOLT LOCK TO CHAIN LINK FENCE (SEE LANDSCAPE
DRAWINGS).

CURB TERMINATION (MAG STANDARD DETAIL NO. 222). MODIFIED FOR
VERTICAL CURB AND GUTTER WHERE SHOWN.

INSTALL WROUGHT IRON FENCE/GATE (SEE DETAIL ON SHEET C-2).
CONSTRUCT CURB WALL (SEE DETAIL ON SHEET C-2).

INSTALL HANDRAIL (SEE DETAIL ON SHEET C-2).

REMOVE AND RELOCATE BACKSTOP.

NEW 1.5" WATER METER TO BE INSTALLED BY CITY AFTER ALL
APPROPRIATE FEES HAVE BEEN PAID.

INSTALL 1.5 REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTION
ASSEMBLY. INSTALL GUARDSHACK HS—2 ENCLOSURE OR APPROVED
EQUAL ON 4” CONCRETE SLAB.

® RO O @

NOTE: ALL FIRE LANE SIGNS PER C.0.S. STANDARD DETAIL NO.
2365 WITH POST PER MAG STANDARD DETAIL NO. 131.

EXPIRES 3-31-21
2020.02.17 16:09:16-07'00'

HESS — ROUNTREE, INC.

CONSULTING ENGINEERS & LAND SURVEYORS

9831 SOUTH 51ST STREET, SUITE C110
PHOENIX, ARIZONA 85044 (480)496—-0244

DES.MAM DRN.ANM CKDDHO JOB NO. 1904_10

0

!Q
i

e —

2 610 40

SCALE: 1"=20

<K p vOv 2 7iNv=48.20 S
Ay = a o © .
o
K5
o
74 H=4’
v
14 v,
N
v
« (FG
14 2
INV.=51.00 52
|_
L
O/ : RELOCATI -
0 © 13 N .1.(\’/(/\/0)(. ff,b ././ —F
N . @ /b, 5 o/ o AN\ ./ .
T N2 3.9 Sy, ! A~
D 4o g T . o
Q e N \ Q// K A \ Y / . .//b /b. N A
/2 2 18] AP\ N\ FIRE LANE -
( s NS LY NS
N ) PR LT TN
_'. - G 0//(0 _ 2). //bb;;b
\ AR F%”
Q
(o) .
4.).
o’;o 7
' >
\.
i} )
< SWUESIGN, PER =
) C.0.S. REQ/1
N
774
\-
2 P AE 11) | ) 13 Gj
O 6 ’ ¥
_|<—(> 00 6+50 _ 7400 (&7 7450 8400 8+50 9400 9450 10400 10+50 11400 11450 12400
=
E. CAMELBACK ROAD
o E
¢ 40’ DRIVEWAY
STA. 7+20.34
Caliente Estimate
-« 4 Description Quantity |Unit| Area |Length|Wall Area | Depth N
)] [ ]| 03 - 4" concrete sidewalk | 294.50 | sf | 294.50 | 83.72 0 Q_
E ]| 03 - 6" concrete fire lane | 2,890.06 | sf |2,890.06 |291.99 0 :Rt GRADING AND DRAINAGE PLANS
9] []]03 - 9" driveway concrete | 650.24 | sf | 650.24 |130.77 0
% o)
. A S et S o1 X % SCOTTSDALE UNIFIED SCHOOL DISTRICT
<
]| 32- Asphalt bus lane 3" |4,162.86| sf |4,162.86 | 380.35 0 < BUS DROP AND PARKING LOT PLANS FOR

/2\ ADDENDUM t: 2/24/20

Call at least two full working days
before you begin excavation.

Arizona Blue Stake, Inc!

Dial 8-1-1 or 1-800-STAKE—IT (782-5348)
In Maricopa County: (602) 263-1100

NAVAJO ELEMENTARY SCHOOL

DRAWING STATUS SHEET

OF

ADDENDUM 1

8

DATE: 02-24-20

o | C-8

COS #5566-19
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michellem
Text Box

michellem
Snapshot

BMcCain
03 - 9" driveway concrete
650.24 sf

BMcCain
32 - Asphalt bus lane 3"
3,970.81 sf

BMcCain
03 - 6" concrete fire lane
2,890.06 sf

BMcCain
03 - Curb and Gutter
56.70 ft

BMcCain
03 - Curb and Gutter
21.10 ft

BMcCain
03 - Curb and Gutter
21.89 ft

BMcCain
03 - Curb and Gutter
28.47 ft

BMcCain
32 - Asphalt bus lane 3"
192.04 sf

BMcCain
03 - 4" concrete sidewalk
294.49 sf

BMcCain
Standard Legend - Qty
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